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 Architectural   
 Shopping Mall Lighting 
 Hotel Foyer 

 

 Commercial application. 
 Domestic Lighting    
 High ceilings 

 

 

  

 

 

 

 

 

 
 

 

 

 

 

 

 

 

 
    

 

 

 

 

 

 

 

 

1. Heat pipe technology, better heat management 
with chip junction temperature Tj<65°C 
(Ta=25°C), less light attenuation, lifespan up to 
50,000 hrs. 

2. Works with Clipsal leading edge or trailing edge 
dimmer. 

3. Adjustable light head between 0~45° 
4. No heat radiation, no UV and no flicker, 

environment friendly 
5. High output efficiency >90% 

 

Features: 

Application 

Specifications 

Dimensions 

Product Code:    PRI- WGD-35W 

Input Voltage:  240VAC 

Frequency Range:  47~63Hz 

Power Efficiency:  93% 

Operating Current:  0.20~0.72A  

Operating Voltage:  42VDC 

Power Consumption:  9~30W  

Luminous Flux:  720~2400lm  

Beam angle :            45°  

 

Colour Temperature: CW (5000~6500K) 

    WW (2700~3500K) 

Tilt:    0~45° 

CRI:    80 

Body Material: Aluminium Alloy, PC & 

Heat Pipe 

Working Temperature: -30°C~+50°C 

Working Humidity:  10%~90%RH 

Lifespan:   Up to 50,000Hrs 
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h (m) E (lx)  D (m) 
         36° 
1 8400   0.70 
2 2100   1.50 
3   960   2.00 
4   580   2.60 
5   360   3.40

    
  
   
 

Installation 
 

Light Source Test Report 
 


