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Specifications 
Product Code: PRI-450  
LED Type: Osram SMD 3014  
LED Quantity: 450/5m 
Voltage:   12/24VDC 
Power:  11W/m 
Lumen:  1100lm/m 
CRI:  >82 
IP Rating: IP20/IP65/IP68 
Color Temp.: CW(6000k) 

WW(3000K) 
PCB:  Tinned Copper 
PCB Color: White 
PCB Width: 10mm(IP20/IP65) 
  12mm(IP68) 
Cutting Mark: 33.3mm (3 leds 12V)
  66.7mm (6 leds 24V) 
Certifications: UL, CE, RoHS 

 

 

Specifications 
Product Code: PRI-660 
LED Type: Osram SMD 3014  
LED Quantity: 660/5m 
Voltage:   12/24VDC 
Power:  16W/m 
Lumen:  1200lm/m 
CRI:  >82 
IP Rating: IP20/IP65/IP68 
Color Temp.: CW(6000k) 

WW(3000K) 
PCB:  Tinned Copper 
PCB Color: White 
PCB Width: 10mm(IP20/IP65) 
  12mm(IP68) 
Cutting Mark: 22.7mm (3 leds 12V)
  45.4mm (6 leds 24V) 
Certifications: UL, CE, RoHS 

 

 

Specifications 
Product Code: PRI-330 
LED Type: Samsung SMD 5630  
LED Quantity: 330/5m 
Voltage:   12/24VDC 
Power:  22W/m 
Lumen:  1600lm/m 
CRI:  >82 
IP Rating: IP20/IP65/IP68 
Color Temp.: CW(6000k), Blue 

WW(3000K), Green 
PCB:  Tinned Copper 
PCB Color: White 
PCB Width: 10mm(IP20/IP) 
  12mm(IP68) 
Cutting Mark: 45.5mm (3 leds 12V)
  91mm (6 leds 24V) 
Certifications: UL, CE, RoHS 

 

 

      PRI-240          PRI-450              PRI-660              PRI-330 

Product Code:  
LED Type:   
LED Quantity:  
Voltage:    
Power:   
Lumen:   
CRI:   
IP Rating:  
Color Temp.:  

 
PCB:   
PCB Color:  
PCB Width:  
   
Cutting Mark:  
   
Certifications:  
 

 

PRI-240 
Osram SMD 3014  
240/5m 
12/24VDC 
6W/m 
400lm/m 
>82 
IP20/IP65/IP68 
CW(6000k) 
WW(3000K) 
Tinned Copper 
White 
10mm(IP20/IP65) 
12mm(IP68) 
62.5mm (3 leds 12V) 
123mm (6 leds 24V) 
UL, CE, RoHS 
 

 

 


