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Specifications 
Product Code:       PRI-TRC-150W  
Frequency:            50/60Hz 

Input:          240VAC, 1.3A 
IP Rating:             IP20 
Output voltage:     12VDC 
Output current:     12.5A (12V) 
Max. work Temp.: 40°C 
Storage Temp.:     -25~85°C 
Case Material:      Aluminum  
Dimensions:         197X97X44mm 
Certifications:        SAA, CE, RoHS 
 

 

 

Specifications 
Product Code:       PRI-TRC-250W  
Frequency:            50/60Hz 
Input:          240VAC, 2.4A 
IP Rating:             IP20 
Output voltage:     12/24VDC 

Output current:     20.8A (12V)  
     10.4A (24V) 
Max. work Temp.: 40°C 
Storage Temp.:     -25~85°C 
Case Material:      Aluminum  
Dimensions:          200X110X50mm 
Certifications:        SAA, CE, RoHS 
 
 

Specifications 
Product Code:       PRI-TRC-300W  
Frequency:            50/60Hz 
Input:          240VAC, 3A 
IP Rating:             IP20 
Output voltage:     12/24VDC 

Output current:     25A (12V) 
     12.5A (24V) 
Max. work Temp.: 40°C 
Storage Temp.:     -25~85°C 
Case Material:      Aluminum  
Dimensions:          212X113X50mm 
Certifications:        SAA, CE, RoHS 
 
 

Specifications 
Product Code:       PRI-TRC-500W  
Frequency:            50/60Hz 
Input:          240VAC, 3.8A 
IP Rating:             IP20 

Output voltage:     12/24VDC 
Output current:     41.6A (12V) 
     20.8A (24V) 
Max. work Temp.: 40°C 
Storage Temp.:     -25~85°C 
Case Material:      Aluminum  
Dimensions:          245X127X67mm 
Certifications:        SAA, CE, RoHS 
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