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Dimension & Wiring Diagram  

Input Voltage:        12-24VDC 

Max Load Current: 5A per Channel 
Max Wattage:        240W (12VDC), 480W (24VDC) 

Scale Levels:  4096 X4 
Mode:         37 modes 

Speed Levels:  16 levels 
Brightness Levels: 16 levels 

Remote distance: 30m with obstacle, 60m without obstacle 

Dimension:  176 X 46 X 30 mm 
 

Technical Parameters 

Operation Instruction  

ON/OFF: Turn on/off the controller 
(Any button can start controller at 
off status) 
PAUSE:  Press to rest or continue 

MODE+/-: Go to next mode/ back 
to previous mode. Hold button for 
3s, controller into cycle mode 
when the led flashes 3 times. 

SPEED+/-: Speed up/down in 1-16 
levels Hold button for 3s, when the 
led flashes 3 times, it indicates the 
speed of all modes have been rest 
to default. 

BRT+/-: Brightness up/down in 1-
16 levels Hold button for 3s, when 
the led flashes 3 times, it indicates 
brightness of all modes have been 
rest to default. 
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TABLE OF CHANGING MODES 

Mode Speed level    Brightness level 
(Dynamic mode) 

LED display flash and shows “ERR” when 
overload or short-circuit has happened 


