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Jacket 
 

Conductor 
 

Insulation 

Conductor: 
Rated Voltage: 
Rated Temperature: 
Jacket: 
Insulation: 
Size: 
Dimension: 
 

Tinned Copper 
300V 
80°C 
PVC, Black 
PVC, Red,Green,Blue,White,Black 
AWG18, 1mm/Strand cord 
Ø7.5mm 

PRI-RGBW-CABLE-DL 

PRI-CL-WIRE-1.5      PRI-CL-WIRE-1.0 
Conductor: 
Rated Voltage: 
Rated Temp: 
Insulation: 
Size: 
 
Dimension: 

Tinned Copper 
300V 
80°C 
PVC, Clear 
AWG18 
2X1.5mm/cord 
6.5X3.2mm 

Conductor: 
Rated Voltage: 
Rated Temp: 
Insulation: 
Size: 
 
Dimension: 

Tinned Copper 
300V 
80°C 
PVC, Clear 
AWG18 
2X1.0mm/cord 
5.7X2.9mm 

PRI-WIRE-5-1.0        PRI-WIRE-5-0.5 

Conductor: 
Rated Voltage: 
Rated Temp: 
Insulation: 
Size: 
Dimension: 
 

Tinned Copper 
300V 
80°C 
PVC, RGBWBlack 
AWG18 1mm/cord 
14X3mm 

Conductor: 
Rated Voltage: 
Rated Temp: 
Insulation: 
Size: 
 
Dimension: 

Tinned Copper 
300V 
80°C 
PVC, RGBWBlack 
AWG18 
0.5mm/cord 
8X2mm 

Conductor: 
Rated Voltage: 
Rated Temp: 
Insulation: 
Size: 
 
Dimension: 

Tinned Copper 
300V 
80°C 
PVC, RGB&Black 
AWG18 
4X0.75mm/cord 
11X3mm 
 

PRI-WIRE-4-0.75      PRI-WIRE-4-0.25 
Conductor: 
Rated Voltage: 
Rated Temp: 
Insulation: 
Size: 
 
Dimension: 

Tinned Copper 
300V 
80°C 
PVC, RGB&Black 
AWG18 
4X0.25mm/cord 
6X1.5mm 

Conductor: 
Rated Voltage: 
Rated Temp: 
Insulation: 
Size: 
 
Dimension: 

Tinned Copper 
300V 
80°C 
PVC, Red, Black 
AWG18 
2X0.75mm/cord 
6X3mm 
 

PRI-WIRE-2-0.75      PRI-WIRE-2-0.25 
Conductor: 
Rated Voltage: 
Rated Temp: 
Insulation: 
Size: 
 
Dimension: 

Tinned Copper 
300V 
80°C 
PVC, Red, Black 
AWG18 
2X0.25mm/cord 
3X1.5mm 

Conductor: 
Rated Voltage: 
Rated Temp: 
Jacket: 
Insulation: 
Size: 
Dimension: 

Tinned Copper 
300V 
80°C 
PVC, Black 
PVC, Red, Black 
AWG18 2X1.5mm 
Ø0.72mm 

PRI-WIRE-2-1.5      PRI-WIRE-D-0.5 
Conductor: 
Rated Voltage: 
Rated Temp: 
Jacket: 
Insulation: 
Size: 
Dimension: 

Tinned Copper 
300V 
80°C 
PVC, Purple 
PVC, Red, Black 
AWG18 2X0.5mm 
Ø4.6mm 


