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Button Button Description Remarks 

 ON/OFF Turn on or off the output of controller 

 Play/Stop  

 Brightness increase Brightness level goes up by press 

 Brightness decrease Brightness level goes down by press 

RED Static Red  
 

 
 

Brightness is adjustable, Speed is not adjustable 

GREEN Static Green 

BLUE Static Blue 

WHITE Static White 

ORANGE Static Orange 

YELLOW Static Yellow 

CYAN Static Cyan 

PURPLE Static Pink 

AUTO Colour fade change 4 Special pre-set colour changing that is 
designed by PRISMA LED.  Slow colour fading. 

Different from other standard RGB controller 

JUMP3 3 colours step change Speed and brightness are both adjustable 

FADE3 3 colours fade change Speed is adjustable, brightness is not adjustable 

SPEED+ Speed increase Speed level goes up by press 

FLASH 7 colours flash frequency Speed and brightness are both adjustable 

JUMP7 7 colours step change 

FADE7 7 colours fade change Speed is adjustable, brightness is not adjustable 

SPEED- Speed decrease Speed level goes down by press 
 

 Input Voltage is 12~24VDC only.  Any other High Voltage would be destroying the controller and lights. 
 Lead wire should be connected correctly according to colours that descripted on the drawing. 

 The product MUST be installed by Australian licenced electricians.  

Button Remarks 

On/Off Turn on/off the output of controller 

Mode Pattern function key to choose 

different changing mode, total 12 
changes 

Brightness+ The brightness level goes up by press, 
total 256 colour variations. 

Brightness- The brightness level goes down by 

press. 

Speed+ The speed level goes up by press. 

Speed- The speed level goes down by press. 

 Working Temperature:   -20~+60°C 

 Input Voltage:       12-24VDC 

 Max Load Current:       6A per Channel 

 Max Wattage:       216W (12VDC), 432W (24VDC) 

 Frequency:        433Mhz 

 ID code:        001 & 002 for different signal address 

 Output:        Three-CMOS open-drain output 

 Connection Mode:       Common anode 

 Dimension:        90 X 70 X 28mm 

 

Technical Parameters 

Wiring Diagram & Functions 

Black:   + 
Red:     R 
Green: G 
Blue:    B 
 

Red:   + 

Black:  GND 
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