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PRISMA LED ACCESSORIES

WIRE-2 

(0.2/0.75mm)

2AWG-5m
With DC Plug F/ M

BOX-4/10
Series/Parallel Junction

IP PLUG (DC)
ID: 2.1/2.5mm OD: 5.5mm

EXTENTION-5/10m
With DC Plug F & M

CONNECT-MINIDC PLUG
ID: 2.5mm OD: 5.5mm

G4/MR16 BASE

WAG-2/3/5

E27 E40 BASEGU10 BASE BA15 BASE

WIRE-4 

(0.2/0.75mm)
WIRE-5 (0.5/1mm) RGBW-CABLE-DL

(1.0mm)

WIRE-2-1.5mm WIRE-D-0.5mm CL-WIRE 

(1.0/1.5/2.0mm)

JUNCTION-6/12
Stainless Steel

JUNCTION-3WAY
3F/1F-2M/1M-2F
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PRISMA LED LAMP ADAPTERS

E27-B22 B22-E27 E27-E14 E14-E27

E27-GU10 GU10-E27 E27-E40 E40-E27

GU10-E14 B22-GU10 BA15D-GU10

B22-MR16 GU10-MR16 E14-MR16E27-MR16

B22-E14

E14-GU10

E14-E12E14-B22 E12-E14
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PRISMA LED LAMP ADAPTERS

E27-G9 E14-G9 E14-BA15S B22-BA15D

E27-BA15D BA15D-E27 E27-GX53 G24D-E27

E27-E27L E27-2E27 E27-3E27

E27-E27
Flex 500mm

E27-E27
With SENSOR

B22-B22E27-E27
Flex 200mm

BA15D-E14

E27-E27

BA15D-MR16 BA15S-MR16 BAY15D-MR16
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PRI-T8H7-30W

PRI-T8H4-30W

PRI-H8-30W

LED H4 Base Bulb, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

Base:

CCT:

10-30VDC

30W

8000 lm

16 ZES

H4

6500K

Error Free:

View Angle:

Cooling:

Weight:

CANBUS

No-Polarity

360º

Built in Fan

300g/Pair

LED H7 Base Bulb, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

Base:

CCT: 

10-30VDC

30W

8000 lm

8 ZES

H7

6500K

Error Free:

 

View Angle:

Cooling:

Weight:

CANBUS

No-Polarity

360º

Built in Fan

300g/Pair

PRISMA LED AUTOMOTIVE HEADLIGHTS

LED H8 Base Bulb, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

CCT: 

10-30VDC

30W

1100 lm

6 CSP

6500K

Error Free:

Base:

View Angle:

Weight:

CANBUS

H8

320º

50g
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PRI-9145/H10-4W

PRI-9145/H10-6W

PRISMA LED AUTOMOTIVE LIGHTS

PRI-9145/H10-30W
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9145/H10 Base, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

Base:

10-30VDC

6W

550 lm

18 SMD

9145/H10

CCT:

Error Free:

View Angle:

Weight:

6500K

No Polarity

360º

50g

9145/H10 Base, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

Base:

10-30VDC

4W

350 lm

15 SMD

9145/H10

CCT:

Error Free:

View Angle:

Weight:

6500K

No Polarity

360º

30g

9145/H10 Base,  Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

Base:

10-30VDC

30W

1100 lm

6 CSP

9145/H10

CCT:

Error Free:

View Angle:

Weight:

6500K

No Polarity

320º

50g



PRI-JIA-H8-30

PRI-H8-3D-5W

PRI-JIA-H7-18

PRI-LE-H3

PRISMA LED AUTOMOTIVE LIGHTS
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H8 Base Bulb, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

10-30VDC

5W

420 lm

46

Error Free:

Base:

View Angle:

Weight:

CANBUS

H8

320º

50g

H3 BASE Bulb, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

12VDC

1.6W

130 lm

13

Base:

View Angle:

Dimensions:

Weight:

H3

360º

Ø11X26mm

30g

H7 Base Bulb, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

12VDC

2.2W

160 lm

18

Base:

View Angle:

Dimensions:

Weight:

H7

360º

Ø15X27mm

30g

H8 BASE Bulb, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

12VDC

2.2W

160 lm

30

Base:

View Angle:

Dimensions:

Weight:

H8

360º

Ø18X27mm

30g



PRI-9006-5W

PRI-9006-21SMD-5W

PRI-JIA-9006-18

PRI-7440-5W

PRI-7443-5W

LED 9006 Base Bulb, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

CCT:

12VDC

5W

380 lm

21

6500K

Error Free:

Base:

View Angle:

Weight:

No Polarity

9006

360º

50g

LED 9006 Base Bulb, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

CCT: 

10-30VDC

5W

420 lm

46

6500K

Error Free:

Base:

View Angle:

Weight:

CANBUS

9006

320º

50g

LED 9006 Base Bulb, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

12VDC

2.2W

160 lm

18

Base:

View Angle:

Dimensions:

Weight:

9006

360º

Ø15X27mm

50g

LED 7440 Base Bulb, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

CCT:

10-30VDC

5W

420 lm

46

6500K

Error Free:

Base:

View Angle:

Weight:

CANBUS

7440

320º

50g

LED 7443 Base Bulb, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

CCT: 

10-30VDC

5W

420 lm

46

6500K

Error Free:

Base:

View Angle:

Weight:

CANBUS

7443

320º

50g

PRISMA LED AUTOMOTIVE LIGHTS
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PRI-3157-2835

PRI-3156-2835

PRI-3157-15SMD-5W

LED 3156 Base Bulb, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

Base:

10-30VDC

5W

380 lm

21

3156

CCT:

Error Free:

View Angle:

Weight:

6500K

CANBUS

360º

50g

LED 3157 Base Bulb, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

Base:

10-30VDC

5W

380 lm

21

3157

CCT:

Error Free:

View Angle:

Weight:

6500K

CANBUS

360º

50g

LED 3157 Base Bulb, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

Base:

10-30VDC

5W

400 lm

15

3157

CCT:

Error Free:

View Angle:

Weight:

6500K

CANBUS

No Polarity

360º

50g

PRISMA LED AUTOMOTIVE LIGHTS
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PRI-1156-21SMD-5W

PRI-1156-3SMD-7W

PRI-1157-3SMD-7W

PRI-1157-21SMD-5W

PRI-LE-BAY-15D-60

LED 1156 Base Bulb, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

12VDC

7W

400 lm

3 CPS

CCT:

Base:

View Angle:

Weight:

6500K

1156 (BA15S)

360º

50g

PRISMA LED AUTOMOTIVE LIGHTS

LED BAY15 Bulb, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

12-15VDC

4.8W

300 lm

60

Base:

View Angle:

Dimensions:

Weight:

BAY15 (1157)

360º

Ø20X46mm

50g

LED 1156 Base Bulb, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

12VDC

5W

380 lm

21

CCT:

Base:

View Angle:

Weight:

6500K

1156 (BA15S)

360º

50g

LED 1157 Base Bulb, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

12VDC

7W

400 lm

3 CPS

CCT:

Base:

View Angle:

Weight:

6500K

1157 (BAY15D)

360º

50g

LED 1157 Base Bulb, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

12VDC

5W

380 lm

21

CCT:

Base:

View Angle:

Weight:

6500K

1157 (BAY15D)

360º

50g
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PRI-T10-10SMD-2W

PRI-T10-3W

PRI-T10-7SMD-1.8W

PRI-T10-6SMD-1.5W

PRI-T10-4SMD-2W

LED T10 Base Bulb, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

CCT:

10-30VDC

3W

300 lm

6

6500K

Error Free:

Base:

View Angle:

Weight:

CANBUS

T10

320º

50g

LED T10 Base Bulb, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

CCT: 

10-30VDC

2W

270 lm

10

6500K

Error Free:

Base:

View Angle:

Weight:

CANBUS

No-Polarity

T10

360º

50g

LED T10 Base Bulb, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

CCT: 

10-30VDC

1.8W

280 lm

7

6500K

Error Free:

Base:

View Angle:

Weight:

No-Polarity

T10

360º

50g

LED T10 Base Bulb, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

CCT: 

10-30VDC

1.5W

150 lm

6

6500K

Error Free:

Base:

View Angle:

Weight:

No-Polarity

T10

120º

50g

LED T10 Base Bulb, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

CCT: 

10-30VDC

2W

200 lm

4

6500K

Error Free:

Base:

View Angle:

Weight:

CANBUS

No-Polarity

T10

360º

50g

PRISMA LED T10 AUTO/MARINE LIGHTS
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PRISMA LED T10 AUTO/MARINE LIGHTS

PRI-G4-T10

PRI-T10-4SMD-2WB

PRI-XLS-5-T10

PRI-BI-T10-1

PRI-T10

LED T10 Base Bulb, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

CCT:

10-30VDC

2W

150 lm

4

6500K

Error Free:

Base:

View Angle:

Weight:

No-Polarity

T10

120º

50g

LED T10 Base Bulb, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

Base: 

10-30VDC

1.3W

65 lm

6

T10

CCT:

View Angle:

Dimension:

Weight:

6000K,3000K

120º

Ø23mm

50g

LED T10 Base Bulb, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

Base: 

11-15VDC

1W

20 lm

5

T10

CCT:

View Angle:

Dimension:

Weight:

3000K

360º

Ø10.5X29mm

50g

LED T10 Base Bulb, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

Base: 

12VDC

1W

30 lm

1

T10

CCT:

View Angle:

Dimension:

Weight:

3000K

120º

Ø12X23mm

50g

LED T10 Base Bulb, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

Base:

8-18VDC

1W

26 lm

6

T10

CCT:

View Angle:

Dimension:

Weight:

6000K,3000K

360º

11X20mm

50g
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PRISMA LED AUTO/MARINE LIGHTS

PRI-39MM-6SMD-2W

PRI-39MM-3D

PRI-FEST-31

LED 39MM Base Bulb, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

CCT:

10-30VDC

1.5W

170 lm

8

6500K

Error Free:

Base:

View Angle:

Weight:

CANBUS

No-Polarity

39MM

360º

50g

LED 39MM Base Bulb, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

CCT:

12VDC

2W

200 lm

6

6500K

Error Free:

Base:

View Angle:

Weight:

CANBUS

No-Polarity

39MM

180º

50g

LED FESTOON Bulb, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

10-30VDC

0.8W

48 lm

4

Colour:

Base:

View Angle:

Dimensions:

CW, WW

FESTOON

120º

31X16mm
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PRI-FEST-42

PRI-FEST-37-3/6

LED FESTOON Bulb, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

View Angle:

10-30VDC

0.6/1.2/1.4W

48/96/110lm

3/6/9

120º

Colour:

Base:

Dimensions:

CW (3/9)

WW (6/9)

Red, Green(6)

FESTOON

42X12/16/23mm

LED FESTOON Bulb, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

10-30VDC

0.6/1.2W

48/96 lm

3/6

Colour:

Base:

View Angle:

Dimensions:

CW, WW

FESTOON

120º

37X12/16mm



PRI-G4-16

LED G4 Side Pins, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

12VDC

3W

200lm

16

Colour:

Base:

View Angle:

Dimensions:

CW, WW

G4 Side pins

120º

25X32X9.1mm

PRI-G4-9

LED G4 Side/Back Pins, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

10-30VDC

1.5W

130 lm

9

Colour:

Base:

View Angle:

Dimensions:

CW, WW

G4 side/back 

120º

Ø23X8mm

PRISMA LED AUTO/MARINE LIGHTS
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PRI-G4-BLUE

Voltage:

Wattage:

 

LED QTY:

10-30VDC

1.3W (Back)

2W (Side)

6 (Back)

12 (Side)

Colour:

Base:

View Angle:

Dimensions:

Blue

G4 Side/Back

120º

Ø24X8 (Back)

Ø31X8 (Side)

LED G4 Side/Back Pins, Great for Car, Boat & Caravan

PRI-G4-JA-15

PRI-G4-18

LED G4 360º View, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED Qty:

10-30VDC

3W

200lm

18

Colour:

Base:

View Angle:

Dimensions:

CW

G4

360º

Ø20X30mm

LED G4 360º View, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED Qty:

10-30VDC

1.44W

105lm

15

Colour:

Base:

View Angle:

Dimensions:

CW

G4 

360º

Ø12.5X21mm



PRISMA LED AUTO/MARINE LIGHTS
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PRI-G4-SES-5W

LED G4 360º View, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

10-30VDC

12-24VAC

5W

500lm

Colour:

Base:

View Angle:

Dimensions:

CW, WW

G4

360º

Ø17X38mm

(Light head)

PRI-G4-SES-3W

LED G4 360º View, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

CRI:

10-30VDC

12-24VAC

3W

320lm

80+

CCT Kelvin:

Base:

View Angle:

Dimensions:

2700, 6000K

G4

360º

Ø13X27mm

(Light head)

PRI-G4-MINI-1.5W

LED G4 360º View, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

12V

1.5W

110 lm

24

Colour:

Base:

View Angle:

Dimensions:

CW, WW

G4

360º

Ø9.5X27mm

PRI-RD-G4-3W

LED G4 360º View, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

10-30VDC

12VAC

3W

300lm

Colour:

Base:

View Angle:

Dimensions:

CW

G4

360º

31X13X7mm

PRI-KK-G4-2.4W

LED G4 360º View, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

CRI:

10-30VDC

10-24VAC

2.4W

320lm

80+

CCT Kelvin:

Base:

View Angle:

Dimensions:

2700K

G4

360º

28X12X8.5mm

(Light head)



PRISMA LED MARINE BAT15 LIGHTS
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PRI-KK-E14-3.2W

PRI-BA15D/BAY15D-18

LED BA15D/BAY15D, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED Qty:

Colour:

10-30VDC

3W

200lm

18

CW

Base:

View Angle:

Dimensions:

BA15D

BAY15D

360º

Ø21X53mm

PRI-BI-E14-18

LED MULTI-VOLTAGE E14 BULB

Voltage:

Wattage:

Lumens:

LED Qty

10-30VDC

12VAC

3W

200lm

18

Base:

Colour:

View Angle:

Dimensions:

E14

CW, WW

360º

Ø15X33mm

PRI-BAY15D-MARINE

MARINE NAVIGATION LIGHTS IN COLOUR

Voltage:

Wattage:

Lumens:

LED QTY:

Base:

10~30VDC

3.5W

380 lm

15

BAY15D

Colour:

View Angle:

Dimensions:

Red, Green

360º

Ø18X40mm

***ANOTHER PRISMA LED INNOVATION***

PRI-BA15S/BA15D-4

LED BA15S/BA15D, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

Colour

10-30VDC

1.2W

65lm

4

CW

Base:

View Angle:

Dimensions:

BA15S

BA15D

360º

Ø26X38mm

LED MULTI-VOLTAGE E14 BULB

Voltage:

Wattage:

Lumens:

LED Qty:

10-30VDC

10-24VAC

3.2W

400lm

63

Base:

Colour:

View Angle:

Dimensions:

E14

CW, WW

360º

Ø16.5X58.5mm



PRISMA LED AUTO/MARINE LIGHTS
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PRI-PCB-28

PRI-PCB-12

PRI-PCB-8

PRI-PCB-6

PRI-PCB-RGB-IR

LED Small Cluster, Great for Car, Boat & Caravan

Voltage:

Wattage:

LED QTY:

Colour:

12VDC

3W

13

RGB

Controller:

Base:

View Angle:

Dimensions:

IR Controller

Multi-base

120º

Ø43X7mm

LED Small Cluster, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

10-30VDC

12VAC

3.6W

224 lm

28

Colour:

Base:

View Angle:

Dimensions:

CW

Multi-base

120º

73X35mm

LED Small Cluster, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

10-30VDC

12VAC

2.4W

96 lm

12

Colour:

Base:

View Angle:

Dimensions:

CW

Multi-base

120º

36X24mm

LED Small Cluster, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

 

10-30VDC

12VAC

1.6W

64 lm

8

Colour:

Base:

View Angle:

Dimensions:

CW

Multi-base

120º

30X15mm

LED Small Cluster, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

10-30VDC

12VAC

0.6W

48 lm

6

Colour:

Base:

View Angle:

Dimensions:

CW

Multi-base

120º

33X20mm



PRISMA LED AUTO/MARINE LIGHTS
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PRI-CIN-10W

PRI-KING-MR16

PRI-XJA-HP

PRI-XJA-HP2

LED MULTI-VOLTAGE MR16 BULB

Voltage:

Wattage:

Lumens:

Base:

10-30VDC

12VAC

10W

450lm

MR16

Colour:

View Angle:

Dimensions:

CW, Red

Blue, Yellow

15º, 30º & 50º

Ø50X52mm

LED MULTI-VOLTAGE MR16 BULB 

Voltage:

Wattage:

Lumens:

Base:

10-30VDC

12VAC

5W

500lm

MR16

Colour:

View Angle:

Dimensions:

CW, Red

Green, Blue

Yellow, Purple

80º

Ø50X54mm

LED MULTI-VOLTAGE MR16 BULB

Voltage:

Wattage:

Lumens:

Base:

Colour:

10-30VDC

12VAC

4.6W

380lm

MR16

CW, WW

View Angle:

Dimensions:

60º

Ø50X49mm

***ANOTHER PRISMA LED INNOVATION***

LED MULTI-VOLTAGE MR16 BULB

Voltage:

Wattage:

Lumens:

Base:

10-30VDC

12VAC

4.2W

340lm

MR16

LED Qty:

Colour:

View Angle:

Dimensions:

6

CW, WW

60º

Ø50X49mm

Can be dimmed by Clipsal 

Leading Edge dimmer & 

Iron Core Transformer

PRI-MTI-MR16-2W

LED MULTI-VOLTAGE MR16 BULB

Voltage:

Wattage:

Lumens:

Base:

10-30VDC

2W

200lm

MR16

Colour:

View Angle:

Dimensions:

CW, WW

120º

Ø50X52mm

***ANOTHER PRISMA LED INNOVATION***



PRISMA LED AUTO/MARINE LIGHTS
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PRI-BR-MR11-XP

PRI-GPH-MR11-HP3

PRI-XJA-1-MR11

LED MULTI-VOLTAGE MR11 BULB

Voltage:

Wattage:

Lumens:

10-30VDC

12VAC

3.3W

210lm

Base:

Colour:

View Angle:

Dimensions:

MR11

CW, WW, Blue

45º

Ø35X37.5mm

LED MULTI-VOLTAGE MR11 BULB 

Voltage:

Wattage:

Lumens:

10-30VDC

12VAC

3W

240lm

Base:

Colour:

View Angle:

Dimensions:

MR11

CW, WW, Blue

40º

Ø35X46mm

LED MULTI-VOLTAGE MR11 BULB

Voltage:

Wattage:

Lumens:

10-30VDC

12VAC

2W

120lm

Base:

Colour:

View Angle:

Dimensions:

MR11

CW, WW

45º

Ø35X46mm

PRI-MR11-3WM

LED MULTI-VOLTAGE MR11 BULB 

Voltage:

Wattage:

Lumens:

Base:

10-30VDC

12VAC

3W

240lm

MR11

LED Qty:

Colour:

View Angle:

Dimensions:

3

CW, WW

40º

Ø35X30mm

LED HANDWAVE SENSOR DIM BAR LIGHT

Voltage:

Wattage:

Lumens:

Colour:

12VDC

3W

140 lm/Bar

CW 

Dimming:

View Angle:

Dimensions:

Housing:

8~100%

180º

300X35X6mm

PC+Alloy

PRI-SENS-BAR-3W Sold by single sensor light head BAR or 3 BARS kit 

with joiners & 3M double sided tape for easy install



PRISMA LED AUTO/MARINE LIGHTS
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PRI-G45-3W-BA15D

LED MULTI-VOLTAGE G45 BULB

Voltage:

Wattage:

Lumens:

Bulb Shape:

10-30VDC

12VAC

3W

250lm

G45

Base:

Colour:

View Angle:

Dimensions:

BA15D

Warm White

280º

Ø45X79mm

***ANOTHER PRISMA LED INNOVATION***

PRI-CC-5/8/9/15W

LED MULTI-VOLTAGE HIGH POWER BULB

Wattage:

Voltage:

 

Bulb Shape:

5/8/9/15W

12-48V 

(5/9/15W)

10-30V (8W)

A50/A60/A70

Base:

Colour:

View Angle:

Dimensions:

E27 

6000K(5/9/15W) 

3000/4000K (8W)

280º

Ø60X122(A60)

***ANOTHER PRISMA LED INNOVATION***

PRI-G45-FESTOON

LED G45 FESTOON BULB E27 Base

Voltage:

Wattage:

Lumens:

Base:

10-30VDC

1W

28~45lm

E27

Colour:

View Angle:

Dimensions:

CW, WW, Red

Green, Blue

Yellow

360º

Ø45X40mm

21 

PRI-GPH-G80-3W

LED MULTI-VOLTAGE G80 BULB

Voltage:

Wattage:

Lumens:

Bulb Shape:

10-30VDC

12VAC

3W

250lm

G80

Base:

Colour:

View Angle:

Dimensions:

E27 

Warm White

360º

Ø80X122mm

PRI-PAR38-IP-20W

LED MULTI-VOLTAGE PAR38 BULB

Voltage:

Wattage:

Lumens:

Bulb Shape:

Base:

Lens:

IP Rating:

12-24VDC

20W

1900lm

PAR38

E27

Diffused

IP65

Colour:

View Angle:

Dimensions:

Green, Red

Amber

120º

Ø120X145mm
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PRI-BOX-3W

PRI-KW-3W/6W

PRI-85SS-G49

Smooth Dimming with Sensor Switch in Centre 

Voltage:

Wattage:

Lumen:

Colour:

10-30VDC

3W/6W

240 lm (3W)

480 lm (6W)

CW, WW

Colour:

IP Rating:

Dimensions:

CW, WW

IP65

Ø69X7mm(3W)

Ø106X7mm(6W)

LED MARINE/CARAVAN INTERNAL DOWN LIGHT
Voltage:

Wattage:

Lumens:

Colour:

Face:

10-30VDC

1.5W

130 lm 

CW, WW, 

Red, Blue

316SS

Dimensions:

Cut Out:

IP Rating:

View Angle: 

Ø85X20mm

Ø66-80mm

IP20

80º

LED CEILING/WALL LIGHT (Multi Voltage)

Voltage:

Wattage:

Lumens:

Colour:

10-30VDC

3W

220 lm

CW, WW

View Angle:

Dimensions:

Cut Out:

60º

53X53X43mm

44X32mm

PRI-LOK-3W

LED CABINET LIGHT (Recessed/Surface Mounted)

Voltage:

Wattage:

Lumens:

Colour:

View Angle:

10-30VDC

3W

220 lm

CW, WW

80º

Dimensions:

Cut Out:

Fixing:

Ø65X12mm

Ø60mm

Recessed or

Surface 

Mounted

PRI-CORTE-1.5W

LED COURTESY / WALL LIGHT (10-30VDC/240VAC)

Voltage:

Wattage:

Lumens:

Fixing:

10~30VDC

240VAC

1.5W

90 lm

Recessed

CCT Kelvin:

View Angle:

Dimensions:

Cut Out:

6000K/4000K

90º

70X70X17mm

60X60mm

***ANOTHER PRISMA LED INNOVATION***



PRISMA LED AUTO/MARINE LIGHTS
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Ceiling/Cabinet & Recessed/surface Mounted

Voltage:

Wattage:

Lumens:

CCT Kelvin:

Housing:

Fixing:

12/24VDC

3W

250 lm

3000~6000K

Chrome/White

Recessed

Surface 

View Angle:

Dimensions:

Mount Ring:

Cut Out:

120º

Ø80X22(light)

Ø80X19mm

Ø48-55mm

PRI-PUCK-3W-CCT

PRI-M-RGB-4W

LED RGB COURTESY (Multi-Voltage)

Voltage:

Wattage:

Colour:

View Angle:

12-24VDC

4W

RGB

120º

Dimensions:

Cut Out:

Cable Out:

Ø70X27mm

Ø58mm

4 core

PRI-XJA2-BAR

LED BAR LIGHT with Switch & Clips

Voltage:

Wattage:

Lumens:

LED QTY:

CCT Kelvin

View angle

10-30VDC

7W

580 lm

90

6000K

120º

Max. Link:

Dimensions:

3 Bars

500X20X8mm

PRI-DIM-5W

LED WIDE MULTI-VOLTAGE 2 STAGE DIM BAR

Voltage:

Wattage:

Lumens:

Colour:

5-50VDC

5W

225 lm

CW, WW

LED QTY:

View Angle:

Dimensions:

Housing:

5X1W

120º

425X28.5X12

Alloy

PRI-CW & WW-290

LED DOWNLIGHT (Multi Voltage Driverless)

Voltage:

Wattage:

Lumens:

Colour:

View Angle:

10-30VDC

13W

950 lm

CW, WW

120º

Dimensions:

Cut Out:

Ø108X35mm

Ø90mm

***ANOTHER PRISMA LED INNOVATION***



PRISMA LED BAR LIGHTS
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PRI-LL-WALL-108

PRI-PRO-120

PRI-LL-WALL-54

PRI-GS-BAR

LED WALLWASHER/BAR LIGHT

Voltage:

Wattage:

Lumens:

Colour:

24VDC

54W

2800 lm

RGB

LED QTY: 

View Angle:

IP Rating:

Dimensions:

18X3W

45º

IP65

1000X83X101

LED DIMMABLE COMMERCIAL BAR LIGHT 

Voltage:

Wattage:

Lumens:

Colour:

CRI:

Dimmable:

240VAC

120W

12000 lm

CW

>80

Yes

LED QTY:

Capacity use:
IP Rating:

View Angle:

Dimensions:

576 (Osram)

1.5W@150mA

30mA/chip(20%)
IP54

120º

1115X125X50

***ANOTHER PRISMA LED INNOVATION***

LED WALLWASHER/BAR LIGHT

Voltage:

Wattage:

Lumens:

Colour:

24VDC

108W

5600 lm

RGB

LED QTY:

View Angle:

IP Rating:

Dimensions:

36X3W

45º

IP65 

1000X83X101

LED BAR LIGHT,  Waterproof IP65

Voltage:

Wattage:

Lumens:

Colour:

24VDC

18W

1850 lm

Blue, Red

CW, WW

LED QTY:

IP Rating:

View Angle:

Dimensions:

Housing:

18

IP65 

45º

1000X25X32mm

Alloy (White)

***ANOTHER PRISMA LED INNOVATION***

PRI-MAXBAR-40W

HIGH POWER T8 TUBE REPLACEMENT BAR
Voltage:

Wattage:

Lumens:

LED QTY:

CCT Kelvin:

View:

12VDC

40W

5700 lm

316smd/1.2m

6000K

120º

Connector:

Board:

Cutting:

Dimensions:

ID 2.5 DC Plug

Alloy+Solid PCB

8 leds/31mm

1200X25mm

***ANOTHER PRISMA LED INNOVATION***



PRISMA LED BAR LIGHTS

PRI-GS-BAR-7W

PRI-SENS-BAR-4W

PRI-CL-BAL-C/F

PRI-XJA2-BAR

LED PIR SENSOR BAR LIGHT

Voltage:

Wattage:

Lumens:

CCT Kelvin:

12VDC

4W

320 lm

4500K

View Angle:

Dimensions:

Housing:

Sensing:

120º

400X40X18mm

Alloy (Silver)

2m

LED FLAT (With Switch) & CORNER BAR

Voltage:

Wattage:

Lumens:

LED QTY:

CCT Kelvin

View angle

12VDC

3W

200 lm

42

6000K

90º

Dimensions: 300X33X15mm(C)

300X33X8mm(F)

LED BAR LIGHT,  Waterproof IP65

Voltage:

Wattage:

Lumens:

Colour:

24VDC

7W

350 lm

Blue, CW

Orange

LED QTY:

IP Rate:

View Angle:

Dimensions:

Max. Link:

7

IP65

30º

260X25X32mm

6 Bars

***ANOTHER PRISMA LED INNOVATION***

Accessories 

available

LED BAR LIGHT with Switch & Clips

Voltage:

Wattage:

Lumens:

LED QTY:

CCT Kelvin

View angle

10-30VDC

7W

580 lm

90

6000K

120º

Max. Link:

Dimensions:

3 Bars

500X20X8mm
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LED HANDWAVE SENSOR DIM BAR LIGHT

Voltage:

Wattage:

Lumens:

Colour:

12VDC

3W

140 lm/Bar

CW 

Dimming:

View Angle:

Dimensions:

Housing:

8~100%

180º

300X35X6mm

PC+Alloy

PRI-SENS-BAR-3W Sold by single sensor light head BAR or 3 BARS kit 

with joiners & 3M double sided tape for easy install



PRISMA LED BAR LIGHTS

PRI-CO-AL

PRI-CAR-AL

LED CORNER BAR LIGHT

Voltage:

Wattage:

Lumens:

Colour:

12VDC

4.7W

240 lm

CW

LED QTY:

View Angle:

IP Rating:

Dimensions:

10

120º

IP65

300X13.2X16

LED CORNER BAR LIGHT

Voltage:

Wattage:

Lumens:

LED QTY:

24VDC

3W

175 lm

30

Colour:

View Angle:

Dimensions:

CW

45º

500X22X15mm

12mm (Flange)
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PRI-AL-TUBE

LED BAR/TUBE LIGHT WITH DRIVER

Voltage:

Wattage:

Lumens:

View angle

29.6VDC

12/18/24W

140/210/250lm
120º

Dimensions: 600X28X190

900X28X190

1200X28X190

PRI-BAR-AL-5/3

PRI-DIM-BAR

LED SURFACE MOUNTED BAR LIGHT

Voltage:

Wattage:

Current:

15VDC (5W)

9VDC (3W)

5W & 3W

350 mA

(Constant 

current)

Colour:

LED QTY:

IP Rating:

View Angle:

Dimensions:

CW, WW

5 & 3

IP54

120º

490X22X6mm

235X22X6mm

LED WIDE MULTI-VOLTAGE 2 STAGE DIM BAR

Voltage:

Wattage:

Lumens:

Colour:

5-50VDC

5W

2255 lm

CW, WW

LED QTY:

View Angle:

Dimensions:

Housing:

5X1W

120º

425X28.5X12

Alloy



PRISMA LED BAR LIGHTS

PRI-KI-350

PRI-FR-CUT

PRI-LE-BAR

LED BAR LIGHT WITH TOUCH SWITCH

Voltage:

Wattage:

Lumens:

Colour:

12V/240V

9W

650 lm

CW, WW

LED QTY:

View Angle:

Dimensions:

Housing:

123

120º

600X18X13mm

Alloy

LED STRIP RIGID BAR LIGHT

Voltage:

Wattage:

Lumens:

Colour:

12VDC

3.8W

150 lm

CW, WW,

Blue, RGB

LED QTY:

View Angle:

Dimensions:

30

180º

44X8mm

57X8mm(RGB)

LED HIGH POWER CONSTANT CURRENT BAR

Wattage:

Current:

 

Lumens:

12W

350mA

(Constant 

Current)

600 lm

Colour:

LED QTY:

View Angle:

Dimensions:

CW, WW

12X1W

180º

570X20X8mm
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Can be mounted by Strong Magnetic Holder  or clips 

LED IP65 BAR LIGHT

Voltage:

Wattage:

Lumens:

LED QTY:

12VDC

4.8W (WW)

4.3W (RGB)

200lm(WW)

60

Colour:

View Angle:

IP Rating:

Dimensions:

RGB (4 wires)

WW

80º

IP65

1000X18X11
PRI-BAR-XL-WW/RGB

PRI-LUM-BAR

LED EXTENSIBLE BAR LIGHT

Voltage:

Wattage:

Lumens:

LED QTY:

Colour:

12VDC

1.2W

55 lm

20

CW

View Angle:

Dimensions:

90º

Ø12X500mm

Extra switch on 

end side is 

available



PRISMA LED BULBS -- LOW VOLTAGE

PRI-G45-3W-BA15D

PRI-G45-FESTOON

PRI-GPH-G80-3W

PRI-CC-5/8/9/15W

PRI-PAR38-IP-20W

LED MULTI-VOLTAGE G45 BULB

Voltage:

Wattage:

Lumens:

Bulb Shape:

10-30VDC

12VAC

3W

250lm

G45

Base:

Colour:

View Angle:

Dimensions:

BA15D

Warm White

280º

Ø45X79mm

LED G45 FESTOON BULB E27 Base

Voltage:

Wattage:

Lumens:

Base:

12V/24V

240VAC

1W

28~45lm

E27

Colour:

View Angle:

Dimensions:

CW, WW, Red

Green, Blue

Yellow, RGB

360º

Ø45X40mm

LED MULTI-VOLTAGE G80 BULB

Voltage:

Wattage:

Lumens:

Bulb Shape:

10-30VDC

12VAC

3W

250lm

G80

Base:

Colour:

View Angle:

Dimensions:

E27 

Warm White

360º

Ø80X122mm

***ANOTHER PRISMA LED INNOVATION***

LED MULTI-VOLTAGE PAR38 BULB

Voltage:

Wattage:

Lumens:

Bulb Shape:

Base:

Lens:

IP Rating:

12-24VDC

20W

1900lm

PAR38

E27

Diffused

IP65

Colour:

View Angle:

Dimensions:

Green, Red

Amber

120º

Ø120X145mm
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***ANOTHER PRISMA LED INNOVATION***

LED MULTI-VOLTAGE HIGH POWER BULB

Wattage:

Voltage:

 

Bulb Shape:

5/8/9/15W

12-48V 

(5/9/15W)

10-30V (8W)

A50/A60/A70

Base:

Colour:

View Angle:

Dimensions:

E27 

6000K(5/9/15W) 

3000/4000K (8W)

280º

Ø60X122(A60)



PRISMA LED BULBS – 240V

PRI-CC-

5/7/9/10/12/15W

PRI-ASH-7W/9W

PRI-HO-10W-D

PRI-RL-11W

PRI-CP-14W

LED MULTI-VOTAGE 5~15W BULB

Voltage:

Wattage:

Colour:

85-240VAC

5/7/9/10W

12/15W

CW 

WW (10W)

Base:

Bulb Shape:

View Angle:

Dimensions:

E27, B22(10W)

A60, A70

280º

Ø60X109 (10W)

LED 0~100% DIMMABLE A60 BULB

Voltage:

Wattage:

Lumens:

Base:

240VAC

7W/9W

750/900lm

E27

CCT Kelvin:

Bulb Shape:

View Angle:

Dimensions:

2800K, 4000K

A60

280º

Ø60X117mm

LED MULTI-VOLTAGE HIGH POWER BULB

Voltage:

Wattage:

Lumens:

Bulb Shape:

85~240VAC

11W

900lm

R80

Base:

Colour:

View Angle:

Dimensions:

E27 

CW, WW

180º

Ø80X117mm

LED HIGH POWER BULB

Voltage:

Wattage:

Lumens:

Bulb Shape:

100~240VAC

14W

1300lm (CW)

A75

Base:

Colour:

View Angle:

Dimensions:

E27

CW

120º

Ø75X130mm

LED SMOOTH DIMMABLE BULB

Voltage:

Wattage:

Lumens:

Colour:

240VAC

10W

950lm

CW, WW

Base:

Bulb Shape:

View Angle:

Dimensions:

E27, B22

A70

180º

Ø70X115mm

29 BACK TO 

CONTENTS



PRISMA LED CABINET LIGHTS
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PRI-SENS-BAR-4W

PRI-KW-3W & 6W

PRI-KW-5W-IP

LED CABINET/COURTESY/CEILING LIGHT
Voltage:

Wattage:

Lumens:

CCT Kelvin:

Housing:

Fixing:

12/24VDC

3W

250 lm

3000~6000K

Chrome/White

Recessed

Surface 

View Angle:

Dimensions:

Mount Ring:

Cut Out:

120º

Ø80X22(light)

Ø80X19mm

Ø48-55mm

CABINET/COURTESY/MARINE (centre sensor switching)

Voltage:

Wattage:

Lumens:

Colour:

IP Rating:

10-30VDC

3/6W

240 lm (3W)

480 lm (6W)

CW, WW

IP65

Dimensions: Ø69X7mm (3W)

Ø106X7mm (6W)

LED CABINET/WALL BRICK/MARINE LIGHT

Voltage:

Wattage:

Lumens:

Colour:

IP Rating:

10-30VDC

5W

480 lm

CW

IP68

Dimensions: 140X72X12mm

PRI-PUCK-3W-CCT

LED CABINET PIR SENSOR BAR LIGHT

Voltage:

Wattage:

Lumens:

CCT Kelvin:

12VDC

4W

320 lm

4500K

View Angle:

Dimensions:

Housing:

Sensing:

120º

400X40X18mm

Alloy (Silver)

2m

LED HANDWAVE SENSOR DIM BAR LIGHT

Voltage:

Wattage:

Lumens:

Colour:

12VDC

3W

140 lm/Bar

CW 

Dimming:

View Angle:

Dimensions:

Housing:

8~100%

180º

300X35X6mm

PC+Alloy

PRI-SENS-BAR-3W Sold by single sensor light head BAR or 3 BARS kit 

with joiners & 3M double sided tape for easy install
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PRI-CORTE-1.5W

LED CABINET/WALL LIGHT (10-30VDC/240VAC)

Voltage:

Wattage:

Lumens:

Fixing:

10~30VDC

240VAC

1.5W

90 lm

Recessed

CCT Kelvin:

View Angle:

Dimensions:

Cut Out:

6000K/4000K

90º

70X70X17mm

60X60mm

PRI-BOX-3W

LED CABINET/WALL LIGHT (Multi Voltage)

Voltage:

Wattage:

Lumens:

Colour:

10-30VDC

3W

220 lm (3K)

CW, WW

View Angle:

Dimensions:

Cut Out:

60º

53X53X43mm

44X32mm

PRI-LOK-2.5W

PRI-LOK-3W

LED CABINET LIGHT (with Strong Magnetic Holder)

Voltage:

Wattage:

Lumens:

CCT Kelvin:

Fixing:

12VDC

3W

220 lm

4000K

Surface 

Mounted

View Angle:

Dimensions:

120º

Ø82X8mm

85X85X8mm

LED CABINET LIGHT (Recessed/Surface Mounted)

Voltage:

Wattage:

Lumens:

LED QTY:

Colour:

View Angle:

12VDC

2.5W

220 lm

24

CW, WW

80º

Dimensions:

Cut Out:

Fixing:

Ø65X12mm

Ø60mm

Recessed or

Surface 

Mounted

LED CABINET LIGHT (Recessed/Surface Mounted)

Voltage:

Wattage:

Lumens:

Colour:

View Angle:

10-30VDC

3W

220 lm

CW, WW

80º

Dimensions:

Cut Out:

Fixing:

Ø65X12mm

Ø60mm

Recessed or

Surface 

Mounted

PRI-KOBY-3W



PRISMA LED CABINET LIGHTS

PRI-SS-DOS

PRI-LAY-DECK

PRI-DOT

PRI-HL-DOT

LED CABINET/COURTESY LIGHT

Voltage:

Colour:

12VDC

RGB (2 wire)

Blue, Pink

Red

View Angle:

Dimensions:

Cut Out:

Housing:

35º

Ø20X25mm

Ø15mm

316 SS

LED CABINET/COURTESY/DECK LIGHT

Voltage:

Wattage:

IP Rating:

Colour:

12VDC

0.4W

IP65

CW,WW,Blue

View Angle:

Dimensions:

Cut Out:

Housing:

90º

Ø29X29mm

Ø25mm

316 SS

LED CABINET/COURTESY/DECK LIGHT

Voltage:

Wattage:

Colour:

12VDC

0.5W

CW,WW,RGB

Blue, Green

Red, Yellow

View Angle:

Lumens:

IP Rated:

Dimensions:

180º

32lm

IP65

Ø17X32mm

Ø12mm(Nut)

LED CABINET/COURTESY LIGHT

Voltage:

Lumens:

Colour:

12VDC

30lm

CW,WW,Red

Blue, Green

View Angle:

Dimensions:

Cut Out:

80º

Ø16X37mm

Ø13mm

PRI-EAGLE-EYE

LED CABINET/COURTESY/DECK LIGHT

Voltage:

Wattage:

IP Rating:

Colour:

12VDC

0.5W

IP68

CW,WW,RGB

Blue, Green

Red, Yellow

View Angle:

Dimensions:

 

Cut Out:

Housing:

35º

Ø32X35mm

Ø40(Extension)

Ø26 / Ø34mm

316 SS

***ANOTHER PRISMA LED INNOVATION***

***ANOTHER PRISMA LED INNOVATION***

***ANOTHER PRISMA LED INNOVATION***

***ANOTHER PRISMA LED INNOVATION***
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LED RGB CABINT LIGHT (Multi-Voltage)

Voltage:

Wattage:

Colour:

View Angle:

12-24VDC

4W

RGB

120º

Dimensions:

Cut Out:

Cable Out:

Ø70X27mm

Ø58mm

4 core

PRI-FO-SQ

PRI-FO-RO

LED CABINET/COURTESY LIGHT

Voltage:

Wattage:

Current:

12VDC (CW）
1W

350mA 

(constant 

current for

(WW, Blue)

Lumens:

Colour:

View Angle:

Dimensions:

Cut Out:

50 lm

CW WW Blue

120º

Ø68X15mm

Ø58mm

LED CABINET/COURTESY LIGHT

Voltage:

Wattage:

Lumens:

Colour:

10-30VDC

1.3W

80lm

CW,WW

View Angle:

Dimensions:

Cut Out:

120º

70X70X22mm

Ø60mm

LED CABINET/COURTESY LIGHT

Voltage:

Wattage:

Lumens:

Colour:

10-30VDC

1.3W

80lm

CW,WW

View Angle:

Dimensions:

Cut Out:

120º

Ø67X14mm

Ø60mm

PRI-FO-HP

PRI-M-RGB-4W

PRI-FO-GL

LED CABINET/COURTESY LIGHT

Voltage:

Wattage:

Lumens:

Colour:

10-30VDC

1.3W

80lm (CW)

CW,WW

Blue, Red

View Angle:

Dimensions:

Cut Out:

120º

Ø80X24mm

Ø58mm



PRISMA LED CABINET LIGHTS
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PRI-OD-1W

LED CABINET/COURTESY LIGHT

Voltage:

Wattage:

Current:

3.5VDC

1W

350mA

(Constant 

Current)

View Angle:

Dimensions:

Cut Out:

40º

Ø55X35mm

Ø41mm

LED CABINET/COURTESY LIGHT

Voltage:

Wattage:

Current:

3VDC

1W

350mA

(Constant 

Current) 

CCT Kelvin:

View Angle:

Dimensions:

Installation:

6000K

120º

Ø48X18mm

Surface Mounted

PRI-IBALL-1W

PRI-FR-1W-FIX

PRI-FR-1W-SQ

LED CABINET/COURTESY LIGHT

Voltage:

Wattage:

Current:

3VDC

1W

350mA

(Constant 

Current) 

CCT Kelvin:

View Angle:

Dimensions:

Cut Out:

6000K/ 3000K

120º

Ø52X20mm

Ø44mm

LED CABINET/COURTESY LIGHT

Voltage:

Wattage:

Current:

3VDC

1W

350mA

(Constant 

Current) 

CCT Kelvin:

View Angle:

Dimensions:

Cut Out:

6000K

120º

60X60X20mm

Ø53mm

PRI-FR-CURT

LED CABINET/COURTESY LIGHT

Voltage:

Wattage:

Current:

3VDC

3W

350mA

(Constant 

Current) 

CCT Kelvin:

View Angle:

Dimensions:

Cut Out:

6000K

90º

Ø37X38mm

Ø30mm
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PRI-RGBW/WW-590

PRI-MAX-RGBW-8W

PRI-JP-RGBW-25W

RGBW DOWNLIGHT (Gimbal with frosted Glass)

Voltage:

Wattage:

Colour:

Lumens:

View Angle:

IP Rating:

24VDC

8W

RGB-6000K

550lm

50º

IP54

Dimensions:

Cut Out:

Cable Out:

Ø78X55mm

Ø68mm

5 core

RGBW CEILING LIGHT (Surface Mounted/Recessed)

Voltage:

Wattage:

Lumens:

Colour:

View Angle:

LED Qty:

24VDC

25W

2200 lm (6K)

RGB+6K

90º

72(RGB)+84(6K)

Dimensions:

Cut Out:

Ø235X11mm

Ø200mm

***ANOTHER PRISMA LED INNOVATION***

RGBW/WW DOWNLIGHT (Standard Cut out Size)

Voltage:

Wattage:

Lumens:

Colour:

CCT Kelvin:

View Angle:

12VDC

13W

900 lm 

RGBW/WW

6000K,3000K

120º

Dimensions:

Cut Out:

Cable Out:

Ø108X35mm

Ø90mm

5 core

***ANOTHER PRISMA LED INNOVATION***

PRI-MAX-RGBW-15W

LED RGBW/WW DOWNLIGHT (with 500mm cable)

Voltage:

Wattage:

Colour:

Lumens:

View Angle:

24VDC

15W

RGB+3/6K

800lm

40º

Dimensions:

Cut Out:

Cable Out:

Ø110X73mm

Ø90X95mm

5 core

***ANOTHER PRISMA LED INNOVATION***

***ANOTHER PRISMA LED INNOVATION***

PRI-EU-9W-F-RGB

LED RGB DOWNLIGHT (with mounted Bracket)

Voltage:

Wattage:

Colour:

View Angle:

12VDC

9W

RGB

25º

Dimensions:

Height:

Cable Out:

Ø67X70mm

84mm (total)

4 core
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PRI-UK-5W

PRI-CW & WW-290

LED CEILING LIGHT (Multi-Voltage)

Voltage:

Wattage:

Lumen:

Colour:

10-30VDC

5W

380 lm

CW

View Angle:

Dimensions:

Cut Out:

120º

Ø78X39mm

Ø65-68mm

LED DOWNLIGHT (Multi Voltage Driverless)

Voltage:

Wattage:

Lumens:

Colour:

View Angle:

10-30VDC

13W

950 lm

CW, WW

120º

Dimensions:

Cut Out:

Ø108X35mm

Ø90mm

***ANOTHER PRISMA LED INNOVATION***

PRI-CW/WW-390

MIX. CW/WW DOWNLIGHT(standard cutout size)

Voltage:

Lumens:

LED Qty:

Colour:

CCT Kelvin:

View Angle:

12VDC

800 lm 

18+18SMD

Mix CW/WW

2900~6000K

120º

Dimensions:

Cut Out:

Cable Out:

Ø108X35mm

Ø90mm

3 core

***ANOTHER PRISMA LED INNOVATION***

Ceiling/Cabinet & Recessed/surface Mounted
Voltage:

Wattage:

Lumens:

CCT Kelvin:

Housing:

Fixing:

12/24VDC

3W

250 lm

3000~6000K

Chrome/White

Recessed

Surface 

View Angle:

Dimensions:

Mount Ring:

Cut Out:

120º

Ø80X22(light)

Ø80X19mm

Ø48-55mm

PRI-PUCK-3W-CCT

PRI-85SS-G49

LED MARINE/CARAVAN INTERNAL DOWN LIGHT
Voltage:

Wattage:

Lumens:

Colour:

Face:

10-30VDC

1.5W

130 lm 

CW, WW, 

Red, Blue

316SS

Dimensions:

Cut Out:

IP Rating:

View Angle: 

Ø85X20mm

Ø66-80mm

IP20

80º

***ANOTHER PRISMA LED INNOVATION***



PRISMA LED DIMMABLE DOWNLIGHTS

PRI-ECO-11W-D

PRI-US-18W-D

PRI-US-35W-D

PRI-RO-14W-D

LED DIMMABLE & GIMBAL CEILING LIGHT

Voltage:

Wattage:

Lumens:

Colour:

240VAC

14W

1050 lm 

CW, WW

View Angle:

Dimensions:

Cut Out:

Dimmable:

45º

Ø110X90mm

Ø90mm

Yes

LED DIMMABLE CEILING LIGHT

Voltage:

Wattage:

Lumens:

Colour:

240VAC

11W

950 lm 

CW, WW

View Angle:

Dimensions:

Cut Out:

Dimmable:

90º

Ø115X58mm

Ø90mm

Yes

LED DIMMABLE CEILING LIGHT

Voltage:

Wattage:

Lumens:

Colour:

240VAC

18W

1350 lm 

CW

View Angle:

Dimensions:

Cut Out:

Dimmable:

90º

Ø145X52mm

Ø130mm

Yes

LED DIMMABLE CEILING LIGHT

Voltage:

Wattage:

Lumens:

Colour:

240VAC

35W

2700 lm 

CW, WW

View Angle:

Dimensions:

Cut Out:

Dimmable:

90º

Ø225X43mm

Ø200mm

Yes
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PRI-US-13W-D

LED DIMMABLE (0~100%) CEILING LIGHT

Voltage:

Wattage:

Lumens:

Colour:

240VAC

13W

1050 lm 

CW, WW

View Angle:

Dimensions:

Cut Out:

Dimmable:

90º

Ø110X38mm

Ø90mm

0~100%
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PRI-FE-AC-6W

PRI-TL-7W-D

PRI-US-GIM-13W

PRI-LS-20W-D

LED DIMMABLE & GIMBALE CEILING LIGHT

Voltage:

Wattage:

Lumens:

Colour:

240VAC

20W

1100 lm 

CW

View Angle:

Dimensions:

Cut Out:

Dimmable:

60º

Ø105X77mm

Ø90~94mm

Yes

LED GIMBALE DRIVERLESS LIGHT

Voltage:

Wattage:

Lumens:

Colour:

View Angle:

240VAC

6W

400 lm 

CW, WW

40º

Dimensions:

Cut Out:

Dimmable:

Ø80X46mm

Ø70mm

Yes

LED DIMMABLE & GIMBALE LIGHT

Voltage:

Wattage:

Lumens:

Colour:

View Angle:

240VAC

7W

560 lm 

CW, WW

90º

Dimensions:

Cut Out:

Dimmable:

Ø130X30mm

Ø90mm

Yes

LED DIMMABLE & GIMBALE CEILING LIGHT

Voltage:

Wattage:

Lumens:

Colour:

240VAC

13W

1000 lm 

CW, WW

View Angle:

Dimensions:

Cut Out:

Dimmable:

60º

Ø85X116mm

Ø78mm

Yes

PRI-FH-10W-DIM

LED DIMMABLE & GIMBALE LIGHT

Voltage:

Wattage:

Lumens:

Colour:

240VAC

10W

750 lm 

CW, WW

View Angle:

Dimensions:

Cut Out:

50º

120X120X100

Ø105mm
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PRI-200-R

PRI-300-SQ

PRI-PANEL-RGBW

PRI-PANEL-600-SQ

PRI-200-SQ

LED CEILING/WALL PANEL LIGHT

Voltage:

Wattage:

Lumens:

Colour:

10-15VDC

19W 

790 lm

CW, RGB

View Angle:

Dimensions:

120º

300X300X15 

LED CEILING/WALL PANEL LIGHT

Voltage:

Wattage:

Lumens:

Colour:

240VAC

48W

4320 lm 

CW

View Angle:

Dimensions:

120º

600X600X10

LED CEILING/WALL PANEL LIGHT

Voltage:

Wattage:

 

Colour:

24VDC

15W(300-SQ)

48W(600-SQ)

RGBW

View Angle:

LED Qty:

Dimensions:

120º

56 (15W)

196 (48W)

300X300X12

600X600X12

LED CEILING/WALL PANEL LIGHT

Voltage:

Wattage:

Lumens:

Colour:

12VDC

9W

480 lm 

CW, WW

View Angle:

Dimensions:

Cut Out:

120º

Ø200X13mm

Ø160mm

LED CEILING/WALL PANEL LIGHT

Voltage:

Wattage: 

Lumen:

Colour:

12VDC

9W

480 lm

CW, WW

View Angle: 

Dimensions:

Cut Out:

120º

180X180X13 

160X160mm



PRISMA LED CEILING PANEL LIGHTS
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PRI-AL-RGB-10W

LED RGB CEILING DOWNLIGHT

Voltage:

Wattage:

Colour:

View Angle:

12VDC

10W

RGB

120º

LED Qty:

Dimensions:

Cut Out:

Cable Out:

36

Ø170X50mm

Ø155mm

4 core

PRI-GT-15W

PRI-GT-SENS-16W

LED CEILING PANEL LIGHT

Voltage:

Wattage:

Lumens:

Colour:

85-240VAC

15W

1200 lm 

CW, WW

View Angle:

IP rate:

Dimensions:

Cut Out:

120º

IP44

Ø225X15mm

Ø205mm

LED MIRCOWAVE MOTION SENSOR LIGHT

Voltage:

Wattage: 

Lumen:

Sensor time:

Distance:

240VAC

16W

1050 lm

11-12 sec.

1-8m

Dimensions: Ø300X65mm 

PRI-BL-21W

LED CEILING SURFACE MOUNTED LIGHT

Voltage:

Wattage:

Lumens:

240VAC

21W

2050lm

Dimensions: Ø240X38mm

1.2m Cable with AU 

Plug.  Indoor use only

PRI-PRO-120

LED DIMMABLE COMMERCIAL BAR /CEILING LIGHT 
Voltage:

Wattage:

Lumens:

Colour:

CRI:

Dimmable:

240VAC

120W

12000 lm

CW

>80

Yes

LED QTY:

Capacity use:
IP Rating:

View Angle:

Dimensions:

576 (Osram)

1.5W@150mA

30mA/chip(20%)
IP54

120º

1115X125X50

***ANOTHER PRISMA LED INNOVATION***



PRISMA LED TRACK & SHOP LIGHTS

PRI-KT-80W

PRI-WGD-35W

PRI-YH-20W

PRI-SHOP-38W

PRI-TRC-20W

LED SHOP FITTER LIGHT

Voltage:

Wattage:

Lumens:

Colour:

240VAC

38W

3700 lm 

CW, WW

View Angle:

Dimensions:

Cut Out:

120º

250X150X137

220X130mm

LED CEILING 90º GIMBAL LIGHT

Voltage:

Wattage:

Lumens:

Colour:

240VAC

20W

1900 lm

CW, WW

Rotate:

Gimbal:

Dimensions:

Cut Out:

360º

90º

Ø192X140mm

Ø180~185mm

LED HIGH POWER CEILING LIGHT
(For 8-12m Height)

Voltage:

Wattage:

Lumens:

Colour:

240VAC

80W

8300 lm 

CW

View Angle:

Dimensions:

Cut Out:

25º

Ø190X225mm

Ø170mm

LED DIMMABLE TRACK LIGHT

Voltage:

Wattage: 

Lumen:

Colour:

240VAC

20W

1400 lm

CW, WW

View Angle: 

Rotate:

Dimensions:

65º

350º(H)

90º(V)

205X75X120

Incl. Base

LED HIGH POWER DIMMABLE CEILING LIGHT

Voltage:

Wattage:

Dimensions:

Height:

Cut Out:

240VAC

35W 

Ø180X140

188~320mm

Ø160mm

Lumens： 2700 lm

***ANOTHER PRISMA LED INNOVATION***
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PRISMA LED RGBW/RGB CONTROLLERS

PRI-RGBW-BL-12A

LED RGBW TOUCH PANEL CONTROLLER

Voltage:

Amp:

Dimensions:

Cut Out:

12/24VDC

3A/Channel

86X86X33mm

52x52mm

Can be paired with our special RF remote (RT4) 

and sold separately.

PRI-RGBW-4CH-S

PRI-HI-RGBW-4X4A

LED RGBW TOUCH PANEL CONTROLLER

Voltage:

Amp:

Dimensions:

Cut Out:

12/24VDC

5A/Channel

119X79X27mm

70X53mm

Can be wired as standard RGBW control or with DMX 

512 Decoder.  

LED RGBW TOUCH PANEL CONTROLLER

Voltage:

Amp:

Dimensions:

Cut Out:

12/24VDC

4A/Channel

86X86X34mm

50x50mm

Can be paired with our special RF remote (RFBK) and 

sold separately.

PRI-PAVO

LED RGB CONTROLLER surface mounted/recessed

Voltage:

Amp:

Dimensions:

Cut Out:

12 & 24VDC

4A/Channel

120X70X40mm

72X50 (Recessed)

7 modes as dimming, speed & contrast.  Easy controlled 

by turn the dial.  Surface mounted or Recessed.

PRI-RGBW-IP-4X5A

LED RGBW WATERPROOF CONTROLLER 

Voltage:

Amp:

Dimensions:

Remote:

12/36VDC

5A/Channel

176X78X38mm

RT4 OR R9 

Two types RF remote either RT4 or R9 can be choice to 

pair with.
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PRISMA LED RGBW CONTROLLERS

PRI-WIFI-RGBW-5X6A

12-48V  DIP

PRI-WIFI-RGBW-5X4A

DIP

PRI-WIFI-RGBW-5X3A

LED WIFI & RF 5 IN 1 CONTROLLER
Voltage:

Amp:

Dimensions:

Cut Out:

12 & 24VDC

5X3A/Channel

114X38X20mm

72X50 (Recessed)

WIFI 5 in1 controller Tuya Smart APP for iOS/Android. 

Can be paired with our special RF remote (N17). Remote 

sold separately.

LED WIFI & RF 5 IN 1 CONTROLLER  with Dip switch
Voltage:

Amp:

Dimensions:

12-48VDCVDC

6A/CH (12/24V)
4A/CH (36/48V）
179X56X30mm

WIFI 5 in1 controller Tuya Smart APP for iOS/Android. 

Can be paired with our special either RT4 or R9. Remote 

sold separately.

LED WIFI & RF 5 IN 1 CONTROLLER with Dip switch

Voltage:

Amp:

Dimensions:

12/24VDC

4A/Channel

160X46X25mm

WIFI 5 in1 controller Tuya Smart APP for iOS/Android. 

Can be paired with our special RF remote (RFBT02). 

Remote sold separately.

PRI-RGBW-XT

PRISMA LED INNOVATED RGBW CONTROLLER

Voltage:

Amp:

Dimensions:

5-24VDC

4X4A(RGBW)

3X5A(RGB)

70X40X20mm

3 PRISMA LED special modes on (Smooth/Fade3/Fade7) 

very slow colour changing

PRI-WIFI-RGBW-5X4A

LED RGB CW & WW WIFI CONTROLLER

Voltage:

Amp:

Max. Wattage:

Dimensions:

12/24VDC

4A/Channel

240W

95X94X28mm

WIFI RGBW controller Magic Home APP for iOS/Android
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PRI-CW-WW-DIM-20A

LED WALL MOUNTED BI-COLOUR DIMMER

Voltage:

Amp:

Dimensions:

Cut Out:

12/24VDC

4X5A/Channel

120X80X28mm

70X53mm

Bi-colour DC dimmer. 2(CW)+2(WW) channels, Touch wheel 

smooth operation. Max 192W (12VDC) & 384W (24VDC). 

PRI-COLO-RGBW-5A

LED CONTROLLER DISPLAYS COLOUR SCALE

Voltage:

Amp:

Dimensions:

Colour Scale:

12/24VDC

5A/Channel

176X46X30mm

256

4 rotary knobs select the desired colour to perfection.  

000-255 colour scale can be displayed on window

PRI-RGBC-RR

LED RGB WIDE VOLTAGE CONTROLLER

Voltage:

Amp:

Dimensions:

5-24VDC

6A/Channel

175X75X45mm

34 models (static colour, smooth changing colour, speed 

& brightness). 3 Knobs for extra adjusting each colour.

PRI-STAR-TECK

PRI-5-CHANNEL-SP

***ANOTHER PRISMA LED INNOVATION***

RANDOM VISUAL EFFECT CONTROLLER

Voltage:

Amp:

Dimensions:

12VDC/12 & 24VDC

1A

90X13X9mm

6 pre-programmed unit for each light.  Random visual 

effect.  More Lights/controllers for greater effect. 

LED WIDE VOLTAGE 5 CHANNEL CHASER

Voltage:

Amp:

Dimensions:

9-36VDC

15A

160X90X40mm

Great 5 Channel chaser with 6 different modes and 6 

speeds.  Max. 15A.

***ANOTHER PRISMA LED INNOVATION***

PRISMA LED COLOUR SCALE/EFFECTIVE
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PRISMA LED RGBW/RGB REPERTERS

PRI-DATA-RGBW-4X8

PRI-RGBW-12-24-6A

PRI-RGBW-4X5A

PRI-RGBW-12-36VDC

LED RGBW HIGHSPEED REPEATER

Voltage:

Amp:

Dimensions:

12/24VDC

8A/Channel

90X90X25mm

4X8A Highspeed repeater. Max 384W (12VDC) & 768W 

(24VDC)

LED RGBW WIDE VOLTAGE REPEATER

Voltage:

Amp:

Dimensions:

12-36VDC

8A/Channel

168X58X29mm

Wide voltage powerful 4X8A repeater. Max 384W (12VDC), 

768W (24VDC) & 1152W (36VDC)

LED RGBW MULTI-VOLTAGE REPEATER

Voltage:

Amp:

Dimensions:

12 & 24VDC

6A/Channel

82X64X24mm

4X6A repeater, Max 288W (12VDC) & 576W (24VDC). Max 

216W (12VDC) & 432W (24VDC) if use 3 channels for RGB

LED RGBW WIDE VOLTAGE REPEATER

Voltage:

Amp:

Dimensions:

5-24VDC

5A/Channel

175X43X30mm

4X5A repeater, Max. Load 100W/240W/480W (5V/12V/24V), 

75W/150W/360W (5V/12V/24V) if use 3 channels for RGB.

PRI-IP-AMP

LED RGB WATERPROOF IP65 REPEATER

Voltage:

Amp:

IP Rating:

Dimensions:

12/24VDC

6A/Channel

IP65

95X53X30mm

3X6A repeater, Max 216W (12VDC) & 432W (24VDC).  IP65 

for both internal or external.
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PRISMA LED DC DIMMER (12-24V) 

PRI-DIM-WIFI-16A

PRI-DIM-BT-200W

PRI-DIM-4X5A

LED WALL MOUNTED DC DIMMER

Voltage:

Amp:

Dimensions:

Cut Out:

12/24VDC

4X5A/Channel

120X80X28mm

70X53mm

Max 192W (12VDC) & 384W (24VDC).   PWM Dimming. 

Can work with DMX Decoder for more single colours. 

LED WIFI PAIRING WITH BUTTON DIMMER
Voltage:

Amp:

Distance:

Dimensions:

12/24VDC

16A

50m+ (Button Remote)

Ø57X35mm (Button)

70X40X20mm (Controller)

Push button on/off and dial for dimming to correct values. 

Max. 192W (12VDC) & 284W (24VDC)

LED BLUETOOTH 12/24VDC DIMMER

Voltage:

Max. Load:

Waterproof:

Dimensions:

12/24VDC

200W@12V

Rainproof

100X58X38mm

Easy APP download paring with your phone to dimming 

your LED lighting

PRI-DIM-2-FR

LED REMOTE CONTROLLED DC DIMMER

Voltage:

Amp:

Dimensions:

12/24VDC

8A

116X56X34mm

Small remote controlled DC Dimmer. Max 96W (12VDC) & 

192W (24VDC)

PRI-DIM-25A

LED DC DIMMER WITH DISPLAY WINDOW

Voltage:

Amp:

Models: 

Dimensions:

12/24VDC

25A

Knob/Remote/App Bluetooth

80X40X25mm

Small powerful DC Dimmer. Max 300W (12V) & 600W (24V)
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PRISMA LED DMX512 DECODER

PRI-DMX-4CH-24A

PRI-DMX-ECO-32A

PRI-DMX-DEC-4X8A

LED DMX 512 DECODER

Voltage:

Amp:

Dimensions:

12/24VDC

4X8A

164X65X40mm

DMX 512 Decoder 4X6A, Max 384W (12V) & 768W (24V). 

256 level/Channel and 8 Bit/Channel 

LED DMX 512 DECODER

Voltage:

Amp:

Dimensions:

12/24V

4X8A

140X50X26mm

DMX 512 Decoder 4X6A, Max 384W (12V) & 768W (24V). 

256 level/Channel and 8 Bit/Channel 

LED DMX 512 DECODER

Voltage:

Amp:

Dimensions:

12/24VDC

4X6A

162X46X25mm

DMX 512 Decoder with display window.  Max 288W 

(12VDC) & 576W (24VDC)

LED DMX 512 DECODER

Voltage:

Amp:

Dimensions:

12/24VDC

4X8A

168X39X30mm

256 level brightness, full-colour DMX decoder.  Easy 

address setting by Dip switches.

PRI-DMX-DEC-24A

LED DMX 512 DECODER

Voltage:

Amp:

Dimensions:

12/24VDC

4X6A/3X8A

125X54X41mm

DMX 512 Decoder 4X6A, Max 256 level/Channel and 8 

Bit/Channel 

PRI-DMX-4CH-32A
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PRISMA LED COURTESY LIGHTS

PRI-LOK-2.5W

PRI-LOK-3W

LED CABINET LIGHT (with Strong Magnetic Holder)

Voltage:

Wattage:

Lumens:

CCT Kelvin:

Fixing:

12VDC

3W

220 lm

4000K

Surface 

Mounted

View Angle:

Dimensions:

120º

Ø82X8mm

85X85X8mm

LED CABINET LIGHT (Recessed/Surface Mounted)

Voltage:

Wattage:

Lumens:

LED QTY:

Colour:

View Angle:

12VDC

2.5W

220 lm

24

CW, WW

80º

Dimensions:

Cut Out:

Fixing:

Ø65X12mm

Ø60mm

Recessed or

Surface 

Mounted

LED CABINET LIGHT (Recessed/Surface Mounted)

Voltage:

Wattage:

Lumens:

Colour:

View Angle:

10-30VDC

3W

220 lm

CW, WW

80º

Dimensions:

Cut Out:

Fixing:

Ø65X12mm

Ø60mm

Recessed or

Surface 

Mounted

PRI-KOBY-3W

PRI-KW-3W & 6W

Ceiling/Cabinet & Recessed/surface Mounted
Voltage:

Wattage:

Lumens:

CCT Kelvin:

Housing:

Fixing:

12/24VDC

3W

250 lm

3000~6000K

Chrome/White

Recessed

Surface 

View Angle:

Dimensions:

Mount Ring:

Cut Out:

120º

Ø80X22(light)

Ø80X19mm

Ø48-55mm

CABINET/COURTESY/MARINE (centre sensor switching)

Voltage:

Wattage:

Lumens:

Colour:

IP Rating:

10-30VDC

3/6W

240 lm (3W)

480 lm (6W)

CW, WW

IP65

Dimensions: Ø69X7mm (3W)

Ø106X7mm (6W)

PRI-PUCK-3W-CCT



PRI-LU-GL

LED COURTESY / WALL  LIGHT

Voltage:

Wattage: 

Colour:

Body:

12VDC

1W

Blue

Acrylic+Alloy

View Angle: 

Dimensions:

Cut Out:

360º

Ø60X17(Head)

H: 50mm

Ø48mm

PRI-CORTE-1.5W

LED COURTESY / WALL LIGHT (10-30VDC/240VAC)

Voltage:

Wattage:

Lumens:

Fixing:

10~30VDC

240VAC

1.5W

90 lm

Recessed

CCT Kelvin:

View Angle:

Dimensions:

Cut Out:

6000K/4000K

90º

70X70X17mm

60X60mm

PRI-BOX-3W

LED COURTESY / WALL LIGHT (Multi Voltage)

Voltage:

Wattage:

Lumens:

Colour:

10-30VDC

3W

220 lm

CW, WW

View Angle:

Dimensions:

Cut Out:

60º

53X53X43mm

44X32mm
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PRISMA LED COURTESY LIGHTS

PRI-LU-SQ/RO

LED COURTESY / WALL LIGHT

Voltage:

Wattage: 

Colour:

Face shape:

Body:

12VDC

1W

CW

Square/Round

Alloy

View Angle: 

Dimensions:

Cut Out:

50º

55X55X17(SQ)

Ø55X17(RO)

H: 50mm

Ø48mm

PRI-M-RGB-4W

LED RGB COURTESY (Multi-Voltage)

Voltage:

Wattage:

Colour:

View Angle:

12-24VDC

4W

RGB

120º

Dimensions:

Cut Out:

Cable Out:

Ø70X27mm

Ø58mm

4 core
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PRISMA LED COURTESY LIGHTS

PRI-SS-DOS

PRI-LAY-DECK

PRI-DOT

PRI-HL-DOT

LED COURTESY / CABINET LIGHT

Voltage:

Colour:

12VDC

RGB (2 wire)

Blue, Pink

Red

View Angle:

Dimensions:

Cut Out:

Housing:

35º

Ø20X25mm

Ø15mm

316 SS

LED COURTESY / CABINET / DECK LIGHT

Voltage:

Wattage:

IP Rating:

Colour:

12VDC

0.4W

IP65

CW,WW,Blue

View Angle:

Dimensions:

Cut Out:

Housing:

90º

Ø29X29mm

Ø25mm

316 SS

LED COURTESY / CABINET / DECK LIGHT

Voltage:

Wattage:

Colour:

12VDC

0.5W

CW,WW,RGB

Blue, Green

Red, Yellow

View Angle:

Lumens:

IP Rated:

Dimensions:

180º

32lm

IP65

Ø17X32mm

Ø12mm(Nut)

LED COURTESY / CABINET / DECK LIGHT

Voltage:

Lumens:

Colour:

12VDC

30lm

CW,WW,Red

Blue, Green

View Angle:

Dimensions:

Cut Out:

80º

Ø16X37mm

Ø13mm

PRI-EAGLE-EYE

LED COURTESY / CABINET / DECK LIGHT

Voltage:

Wattage:

IP Rating:

Colour:

12VDC

0.5W

IP68

CW,WW,RGB

Blue, Green

Red, Yellow

View Angle:

Dimensions:

 

Cut Out:

Housing:

35º

Ø32X35mm

Ø40(Extension)

Ø26 / Ø34mm

316 SS

***ANOTHER PRISMA LED INNOVATION***

***ANOTHER PRISMA LED INNOVATION***

***ANOTHER PRISMA LED INNOVATION***

***ANOTHER PRISMA LED INNOVATION***
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PRISMA LED COURTESY LIGHTS

PRI-W-R2/S2

PRI-W-R1

LED COURTESY / WALL LIGHT

Voltage:

Wattage: 

Colour:

Shape:

12VDC

0.6W

CW 

Rectangle

Round

Body:

LED Qty:

Lumens: 

Dimensions:

Cut Out:

Acrylic+Alloy

8

40lm

115X31mm

58X19mm

LED COURTESY / WALL  LIGHT

Voltage:

Wattage: 

Colour:

Body:

12VDC

0.3W

CW

Acrylic+Alloy

LED Qty:

Lumens: 

Dimensions:

Cut Out:

4

20lm

Ø75X31mm

58X19mm

PRI-WS-Q-S-3W

LED COURTESY / SURFACE MOUNTED LIGHT

Voltage:

Wattage:

Lumens:

Colour

12VDC

3W

100 lm

CW

View Angle:

Dimensions:

30º

740X40X22mm

PRI-W-Q-1W

LED COURTESY / SURFACE MOUNTED LIGHT

Voltage:

Wattage:

Lumens:

Colour:

12VDC

1W

55 lm 

CW

View Angle:

Dimensions:

30º

Ø33X22mm

PRI-NE-002

LED COURTESY / WALL  LIGHT

Voltage:

Wattage:

Lumens:

Colour:

240VAC

2W

80 lm

Soft white

(Mix CW/WW)

LED Qty:

 

Dimensions:

Cut Out:

12XCW

6XWW

210X210X61mm

200X170mm



PRI-FR-1W-FIX

PRI-FR-1W-SQ

LED COURTESY / CABINET LIGHT

Voltage:

Wattage:

Current:

3VDC

1W

350mA

(Constant 

Current) 

CCT Kelvin:

View Angle:

Dimensions:

Cut Out:

6000K/ 3000K

120º

Ø52X20mm

Ø44mm

LED COURTESY / CABINET LIGHT

Voltage:

Wattage:

Current:

3VDC

1W

350mA

(Constant 

Current) 

CCT Kelvin:

View Angle:

Dimensions:

Cut Out:

6000K

120º

60X60X20mm

Ø53mm
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PRISMA LED COURTESY LIGHTS

PRI-FO-GL

PRI-FO-SQ/RO

LED COURTESY / CABINET LIGHT

Voltage:

Wattage:

Current:

12VDC (CW）
1W

350mA 

(constant 

current for

(WW, Blue)

Lumens:

Colour:

View Angle:

Dimensions:

Cut Out:

50 lm

CW WW Blue

120º

Ø68X15mm

Ø58mm

LED COURTESY / CABINET LIGHT

Voltage:

Wattage:

Lumens:

Colour:

10-30VDC

1.3W

80lm

CW,WW

Shape:

View Angle:

Dimensions:

Cut Out:

SQ/Round

120º

70X70X22mm

Ø60mm

PRI-FO-HP

LED COURTESY / CABINET LIGHT

Voltage:

Wattage:

Lumens:

Colour:

10-30VDC

1.3W

80lm (CW)

CW,WW

Blue, Red

View Angle:

Dimensions:

Cut Out:

120º

Ø80X24mm

Ø58mm



PRISMA LED COURTESY LIGHTS
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PRI-OD-1W

PRI-SLM-1W

LED COURTESY / CABINET LIGHT

Voltage:

Wattage:

Current:

3.5VDC

1W

350mA

(Constant 

Current)

View Angle:

Dimensions:

Cut Out:

40º

Ø55X35mm

Ø41mm

LED IP65 COURTESY / CABINET LIGHT

Voltage:

Wattage:

Current:

IP Rating: 

3.5VDC

1W

350mA

(Constant 

Current)

IP65

Housing:

View Angle:

Dimensions:

Shape: 

Alloy

110º

Ø32X84.5mm

Hexagon  

Round

PRI-IBALL-1W

LED COURTESY / SURFACE MOUNTED LIGHT

Voltage:

Wattage:

Current:

12VAC/DC

1W

350mA

(Constant 

Current)

View Angle:

Dimensions:

Fixing:

40º

Ø48X18mm

Surface Mounted

PRI-CL-BL-SW

LED COURTESY / SURFACE MOUNTED LIGHT

Voltage:

Wattage:

Lumens:

Colour:

12VDC

2W

130 lm

CW

View Angle:

Dimensions:

60º

Ø18X50 (Light) 

Ø38X20 (Base)

225mm (Arm)

PRI-FR-CURT

LED COURTESY / CABINET LIGHT

Voltage:

Wattage:

Current:

3VDC

3W

350mA

(Constant 

Current) 

CCT Kelvin:

View Angle:

Dimensions:

Cut Out:

6000K

90º

Ø37X38mm

Ø30mm



PRISMA LED DECK LIGHTS  

PRI-KE-IN-MINI-SS

PRI-MAXUS

LED DECK / INGROUND LIGHT FITTING

Base:

Material:

Face:

Bulb to fit:

IP Rating:

MR16

316 SS

High polished

MR16/G4

IP65

Dimension:

Hight:

Ø100X65mm

85mm(Sleeve)

***ANOTHER PRISMA LED INNOVATION***

PRI-LAY-DECK

LED DECK / COURTESY / CABINET LIGHT

Voltage:

Wattage:

IP Rating:

Colour:

12VDC

0.4W

IP65

CW,WW,Blue

View Angle:

Dimensions:

Cut Out:

Housing:

90º

Ø29X29mm

Ø25mm

316 SS

***ANOTHER PRISMA LED INNOVATION***

PRI-SS-DOS

LED DECK / COURTESY / CABINET LIGHT

Voltage:

Colour:

12VDC

RGB (2 wire)

Blue, Pink

Red

View Angle:

Dimensions:

Cut Out:

Housing:

35º

Ø20X25mm

Ø15mm

316 SS

PRI-EAGLE-EYE

LED DECK / COURTESY / CABINET LIGHT

Voltage:

Wattage:

IP Rating:

Colour:

12VDC

0.5W

IP68

CW,WW,RGB

Blue, Green

Red, Yellow

View Angle:

Dimensions:

 

Cut Out:

Housing:

35º

Ø32X35mm

Ø40(Extension)

Ø26 / Ø34mm

316 SS

***ANOTHER PRISMA LED INNOVATION***

***ANOTHER PRISMA LED INNOVATION***

***ANOTHER PRISMA LED INNOVATION***

*** ANOTHER PRISMA LED INNOVATION ***
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LED IP68 DECK / INGROUND LIGHT FITTING

Base:

Material:

 

Bulb to fit:

IP Rating:

Cut out SS :

MR16

316 SS (Face)

High polished

MR16/MR11

IP68

Ø54mm

Dimension:

Bucket:

Ø110X85mm

Ø74X88mm



PRISMA WATER-PROOF TRANSFORMER

PRI-ETR-20

Frequency:

IP Rating:

AC Inlet:

 

AC Cable:

Housing:

Dimensions:

INPUT

Voltage:

Current:
OUTPUT

Voltage:

Current:

Max. Load:

170-250VAC

0.14A

24VDC

0.83A

16W

50/60Hz

IP67

Ho3VV-F 

3GO.75mm²

1.2m + AU plug

Aluminium

162X31X20mm

***SAA & C-Tick WATER-PROOF TRANSFORMER***
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PRI-ETR-Z-100

PRI-ETR-Z-60W

PRI-ETR-Z-200

Frequency:

IP Rating:

AC Inlet:

 

AC Cable:

Housing:

Dimensions:

INPUT

Voltage:

Current:
OUTPUT

Voltage:

Current:

Max. Load:

175-264VAC

0.55~0.35A

12/24VDC

5A/2.5A(24V)

48W

50/60Hz

IP67

Ho3VV-F 

3GO.75mm²

1.2m + AU plug

Aluminium

202X34X24mm

***SAA & C-Tick WATER-PROOF TRANSFORMER***

Frequency:

IP Rating:

AC Inlet:

 

AC Cable:

Housing:

Dimensions:

INPUT

Voltage:

Current:
OUTPUT

Voltage:

Current:

Max. Load:

170-250VAC

1~0.65A

12/24VDC

8.33A/4.16A

80W

50/60Hz

IP67

Ho3VV-F 

3GO.75mm²

1.2m + AU plug

Aluminium

182X63X18mm

***SAA & C-Tick WATER-PROOF TRANSFORMER***

Frequency:

IP Rating:

AC Inlet:

 

AC Cable:

Housing:

Dimensions:

INPUT

Voltage:

Current:
OUTPUT

Voltage:

Current:

Max. Load:

170-250VAC

1.76~1.17A

12/24VDC

16.67A/8.33A

160W

50/60Hz

IP67

Ho3VV-F 

3GO.75mm²

1.2m + AU plug

Aluminium

238X59X33mm

***SAA & C-Tick WATER-PROOF TRANSFORMER***

PRI-ETR-Z-300

Frequency:

IP Rating:

AC Inlet:

 

AC Cable:

Housing:

Dimensions:

INPUT

Voltage:

Current:
OUTPUT

Voltage:

Current:

Max. Load:

180-250VAC

2.65~1.78A

12/24VDC

25A/12.5A(24V)

240W

50/60Hz

IP67

Ho3VV-F 

3GO.75mm²

1.2m + AU plug

Aluminium

228X72X32mm

***SAA & C-Tick WATER-PROOF TRANSFORMER***
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PRISMA IP66 DIMMABLE TRANSFORMER

PRI-ETR-DIM-360

PRI-ETR-DIM-100

PRI-ETR-DIM-200

Frequency:

IP Rating:

Dimmable: 

AC Cable:

Housing:

Dimensions:

INPUT

Voltage:

Current:
OUTPUT

Voltage:

Current:

Max. Load:

180-240VAC

0.8A

12/24VDC
8.3/4.2A(24V）
80W

50/60Hz

IP66

Clipsal Universal

Leading Edge

1.2m + AU plug

Aluminium

230X70X46mm

**SAA DIMMABLE WATER-PROOF TRANSFORMER**

Frequency:

IP Rating:

Dimmable:

 

AC Cable:

Housing:

Dimensions:

INPUT

Voltage:

Current:
OUTPUT

Voltage:

Current:

Max. Load:

180-240VAC

2.04A

12/24VDC

16.6/8.3A(24V)

160W

50/60Hz

IP66

Clipsal Universal

Leading Edge

1.2m + AU plug

Aluminium

256X78X47mm

**SAA DIMMABLE WATER-PROOF TRANSFORMER** 

Frequency:

IP Rating:

Dimmable:

 

AC Cable:

Housing:

Dimensions:

INPUT

Voltage:

Current:
OUTPUT

Voltage:

Current:

Max. Load:

180-240VAC

2.4A

12/24VDC

30A/15A(24V)

288W

50/60Hz

IP66

Clipsal Universal

Leading Edge

1.2m + AU plug

Aluminium

276X78X47mm

**SAA DIMMABLE WATER-PROOF TRANSFORMER**
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PRISMA RAIN-PROOF TRANSFORMER

PRI-RTR-VJ-650 

(9-16V)

PRI-RTR-VJ-650 

(18-27V)

Frequency:

IP Rating:

Protection:

 

Housing:

Dimensions:

INPUT

Voltage:

Current:
OUTPUT

Voltage:

Current:

Max. Load:

170-265VAC

6.5A

9~16VDC

40.6A

300~520W

50/60Hz

IP54

Overload

Short Circuit

Powder Coated 

Steel 

260X260X90mm

SAA VOLTAGE ADJUSTABLE TRANSFORMER

Frequency:

IP Rating:

Protection:

 

Housing:

Dimensions:

INPUT

Voltage:

Current:
OUTPUT

Voltage:

Current:

Max. Load:

170-265VAC

6.5A

18~27VDC

24A

350~520W

50/60Hz

IP54

Overload

Short Circuit

Powder Coated 

Steel 

260X260X90mm

SAA VOLTAGE ADJUSTABLE TRANSFORMER

Frequency:

IP Rating:

Protection:

 

Housing:

Dimensions:

INPUT

Voltage:

Current:
OUTPUT

Voltage:

Current:

Max. Load:

170-265VAC

12A

9~16VDC

75A

540~960W

50/60Hz

IP54

Overload

Short Circuit

Powder Coated 

Steel 

310X260X90mm

SAA VOLTAGE ADJUSTABLE TRANSFORMER

Frequency:

IP Rating:

Protection:

 

Housing:

Dimensions:

INPUT

Voltage:

Current:
OUTPUT

Voltage:

Current:

Max. Load:

170-265VAC

12A

18~27VDC

44.4A

640~960W

50/60Hz

IP54

Overload

Short Circuit

Powder Coated 

Steel 

310X260X90mm

SAA VOLTAGE ADJUSTABLE TRANSFORMER

***ANOTHER PRISMA LED INNOVATION***

***ANOTHER PRISMA LED INNOVATION***

***ANOTHER PRISMA LED INNOVATION***

***ANOTHER PRISMA LED INNOVATION***

PRI-RTR-VJ-1200 

(9-16V)

PRI-RTR-VJ-1200 

(18-27V)
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PRISMA INTERIOR TRANSFORMER

PRI-TR-24W

PRI-JA-10W

PRI-TR-12W

Frequency:

DC Cord:

DC Plug:

 

DC Cable:

Housing:

Dimensions:

INPUT

Voltage:

Current:
OUTPUT

Voltage:

Current:

Max. Load:

100-240VAC

0.5A

12/24VDC

0.83/0.42A(24V)

8W

50/60Hz

2468#20AWG

OD: 5.5mm

ID: 2.5mm

1.2m 

94V-0 ABS+PC

80X45X50mm

***SAA CERTIFIED INTERIOR TRANSFORMER***

PRI-TR-36W

Frequency:

AC Inlet:

DC Cord:

 

DC Cable:

Housing:

Dimensions:

INPUT

Voltage:

Current:
OUTPUT

Voltage:

Current:

Max. Load:

100-240VAC

0.7A

12VDC

1A

9.6W

50/60Hz

IEC320-C8

2468#20AWG

+MR16 Base 

1.2m

94V-0 ABS+PC

83X40X30mm

*** SAA CERTIFIED INTERIOR TRANSFORMER ***

Frequency:

AC Inlet:

DC Cord:

 

DC Cable:

Housing:

Dimensions :

INPUT

Voltage:

Current:
OUTPUT

Voltage:

Current:

Max. Load:

100-240VAC

0.7A

12VDC

2A

19W

50/60Hz

IEC320-C8

2468#20AWG

+DC Plug

1.2m

94V-0 ABS+PC

95X43X28mm

*** SAA CERTIFIED INTERIOR TRANSFORMER ***

Frequency:

AC Inlet:

DC Cord:

 

DC Cable:

Housing:

Dimensions:

INPUT

Voltage:

Current:
OUTPUT

Voltage:

Current:

Max. Load:

100-240VAC

1A

12/24VDC

3A/1.5A(24V)

29W

50/60Hz

IEC320-C8

2468#20AWG

+DC Plug

1.2m

94V-0 ABS+PC

115X48X30mm

*** SAA CERTIFIED INTERIOR TRANSFORMER ***



PRI-TR-116W

PRI-TR-60W

PRI-TR-84W

Frequency:

AC Inlet:

DC Cord:

 

DC Cable:

Housing:

Dimensions:

INPUT

Voltage:

Current:
OUTPUT

Voltage:

Current:

Max. Load:

100-240VAC

1.2A

12/24VDC

5A/2.5A(24V)

48W

50/60Hz

IEC320-C8

2468#20AWG

+DC Plug

1.2m

94V-0 ABS+PC

115X48X30mm

*** SAA CERTIFIED INTERIOR TRANSFORMER ***

Frequency:

AC Inlet:

DC Cord:

 

DC Cable:

Housing:

Dimensions :

INPUT

Voltage:

Current:
OUTPUT

Voltage:

Current:

Max. Load:

100-240VAC

2.0A

12/24VDC

7A/3.5A(24V)

67W

50/60Hz

IEC320-C8

2468#20AWG

+DC Plug

1.2m

94V-0 ABS+PC

140X48X32mm

*** SAA CERTIFIED INTERIOR TRANSFORMER ***

Frequency:

AC Inlet:

DC Cord:

 

DC Cable:

Housing:

Dimensions:

INPUT

Voltage:

Current:
OUTPUT

Voltage:

Current:

Max. Load:

100-240VAC

2.0A

12/24VDC

9.6A/4.8A(24V)

93W

50/60Hz

IEC320-C8

2468#20AWG

+DC Plug

1.2m

94V-0 ABS+PC

168X73X42mm

*** SAA CERTIFIED INTERIOR TRANSFORMER ***

PRISMA INTERIOR TRANSFORMER
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PRISMA CAGE TRANSFORMER

PRI-TRC-500W

PRI-TRC-250W

PRI-TRC-300W

Frequency:

IP Rating:

Protection:

Housing:

Dimensions:

INPUT

Voltage:

Current:
OUTPUT

Voltage:

Current:

Max. Load:

176-265VAC

2.4A

12/24VDC
24.8/10.4A(24V）
200W

50/60Hz

IP20

Overload

Short Circuit

Alloy Chassis

200X110X50mm

***SAA CERTIFIED CAGE TRANSFORMER***

Frequency:

IP Rating:

Protection:

Housing:

Dimensions:

INPUT

Voltage:

Current:
OUTPUT

Voltage:

Current:

Max. Load:

176-265VAC

3.0A

12/24VDC

25/12.5A(24V)

240W

50/60Hz

IP20

Overload

Short Circuit

Alloy Chassis

215X115X50mm

***SAA CERTIFIED CAGE TRANSFORMER***

Frequency:

IP Rating:

Protection:

 

Housing:

Dimensions:

INPUT

Voltage:

Current:
OUTPUT

Voltage:

Current:

Max. Load:

180-250VAC

4.8A

12/24VDC

41.7/20.8A(24V)

400W

50/60Hz

IP20

Overload

Short Circuit

Alloy Chassis

240X125X65mm

***SAA CERTIFIED CAGE TRANSFORMER*** 

PRI-TRC-150W

Frequency:

IP Rating:

Protection:

Housing:

Dimensions:

INPUT

Voltage:

Current:
OUTPUT

Voltage:

Current:

Max. Load:

176-265VAC

1.3A

12VDC

12.5A

120W

50/60Hz

IP20

Overload

Short Circuit

Alloy Chassis

200X95X42mm

*** SAA CERTIFIED CAGE TRANSFORMER ***
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PRISMA ULTRA THIN TRANSFORMER

PRI-TR-UL-40W

PRI-TR-UL-6W

PRI-TR-UL-20W

Frequency:

IP Rating:

Protection:

Housing:

Dimensions:

INPUT

Voltage:
OUTPUT

Voltage:

Current:

Max. Load:

110-240VAC

12VDC

0.5A

4.8W

50/60Hz

IP20

Overload

Short Circuit

ABS+PC 

98X45X11mm

***SAA CERTIFIED ULTRA THIN TRANSFORMER***

Frequency:

IP Rating:

Protection:

Housing:

Dimensions:

INPUT

Voltage:
OUTPUT

Voltage:

Current:

Max. Load:

110-240VAC

12VDC

1.67A

16W

50/60Hz

IP20

Overload

Short Circuit

ABS+PC 

127X50X12mm

***SAA CERTIFIED ULTRA THIN TRANSFORMER***

Frequency:

IP Rating:

Protection:

Housing:

Dimensions :

INPUT

Voltage:
OUTPUT

Voltage:

Current:

Max. Load:

110-240VAC

12VDC

3.33A

32W

50/60Hz

IP20

Overload

Short Circuit

ABS+PC 

160X58X19mm

***SAA CERTIFIED ULTRA THIN TRANSFORMER***

PRI-TR-UL-60W

Frequency:

IP Rating:

Protection:

Housing:

Dimensions :

INPUT

Voltage:
OUTPUT

Voltage:

Current:

Max. Load:

110-240VAC

12VDC

5A

48W

50/60Hz

IP20

Overload

Short Circuit

ABS+PC 

185X63X23mm

***SAA CERTIFIED ULTRA THIN TRANSFORMER***
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PRISMA CONSTANT CURRENT DRIVERS
—— Low Voltage Input

PRI-300-8-12W

PRI-300-10-25W

Frequency:

IP Rating:

Housing:

Dimensions:

INPUT

Voltage:

Current:
OUTPUT

Voltage:

Current:

Power:

12/24V

1A

24-42VDC

280-300mA

8-12W

50/60Hz

IP67

Alloy Chassis

77X30X20mm

*** ANOTHER PRISMA LED INNOVATION ***

Frequency:

IP Rating:

Housing:

Dimensions:

INPUT

Voltage:

Current:
OUTPUT

Voltage:

Current:

Power:

12/24V

2A

30-90VDC

280-300mA

10-25W

50/60Hz

IP67

Alloy Chassis

105X30X20mm

*** ANOTHER PRISMA LED INNOVATION ***

PRI-12-350mA-1W

Frequency:

IP Rating:

Dimensions:

INPUT

Voltage:
OUTPUT

Voltage:

Current:

Wattage:

12VDC

2~4VDC

350mA

1W

50/60Hz

IP65

Ø21X25.5mm



PRISMA CONSTANT CURRENT DRIVERS

PRI-WD-350

PRI-WD-700-45

PRI-WD-700

PRI-WD-1050

PRI-WD-1200

Frequency:

Dimmer Suit:

Dimensions:

INPUT

Voltage:

Current:
OUTPUT

Voltage:

Current:

Power Load:

180~240VAC

0.11A

20-44VDC

350mA

7~15W

50/60Hz

Clipsal

Leading Edge

Universal

C-BUS 

Compatible

122X43X27mm

*** SAA CERTIFIED DIMMABLE DRIVER ***

Frequency:

Dimmer Suit:

Dimensions:

INPUT

Voltage:

Current:
OUTPUT

Voltage:

Current:

Power Load:

180~240VAC

0.11A

9~26VDC

700mA

6.5~18W

50/60Hz

Clipsal

Leading Edge

Universal

C-BUS 

Compatible

122X43X27mm

*** SAA CERTIFIED DIMMABLE DRIVER ***

Frequency:

Dimmer Suit:

Dimensions:

INPUT

Voltage:

Current:
OUTPUT

Voltage:

Current:

Power Load:

180~240VAC

0.27A

45-65VDC

700mA

32~45W

50/60Hz

Clipsal

Leading Edge

Universal

C-BUS 

Compatible

160X43X32mm

*** SAA CERTIFIED DIMMABLE DRIVER ***

Frequency:

Dimmer Suit:

Dimensions:

INPUT

Voltage:

Current:
OUTPUT

Voltage:

Current:

Power Load:

180~240VAC

0.21A

9~26VDC

1050mA

10~27W

50/60Hz

Clipsal

Leading Edge

Universal

C-BUS 

Compatible

160X43X32mm

*** SAA CERTIFIED DIMMABLE DRIVER ***

Frequency:

Dimmer Suit:

Dimensions:

INPUT

Voltage:

Current:
OUTPUT

Voltage:

Current:

Power Load:

180~240VAC

0.21A

9~26VDC

1200mA

11~31W

50/60Hz

Clipsal

Leading Edge

Universal

C-BUS 

Compatible

160X43X32mm

*** SAA CERTIFIED DIMMABLE DRIVER ***
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PRISMA CONSTANT CURRENT DRIVERS

PRI-DRV-700-24

PRI-ETR-DRV-350mA

PRI-DRIVE-18W

PRI-DIRV-16W

Frequency:

Dimmer Suit:

Dimensions:

INPUT

Voltage:

Current:
OUTPUT

Voltage:

Current:

Power Load:

180~240VAC

0.11A

9~24VDC

700mA

6.5~16W

50/60Hz

Clipsal

Leading Edge

Universal

C-BUS 

Compatible

130X44X27mm

Frequency:

Dimensions:

INPUT

Voltage:

Current:
OUTPUT

Voltage:

Current:

Power Load:

240VAC

0.27A

3~54VDC

350mA

1~18W

50/60Hz

118X68X32mm

Frequency:

IP Rating:

AC Inlet:

 

AC Cable:

Housing:

Dimensions:

INPUT

Voltage:

Current:
OUTPUT

Voltage:

Current:

Max Load:

170~250VAC

0.02A

3~32VDC

350mA

11W

50/60Hz

IP67

Ho3VV-F 

3GO.75mm²

1.2m + AU plug

Aluminium

164X30X20mm

Frequency:

Dimensions:

INPUT

Voltage:

Current:
OUTPUT

Voltage:

Current:

Power Load:

100~240VAC

0.21A

10~54VDC

350mA

3~16W

50/60Hz

141X45X26mm
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Type:

IP Rating:

Protection: 

 

Dimensions:

INPUT

Voltage:

Cable:
OUTPUT

Voltage:

Current:

Cable:

18~36VDC

+R, -Black

12VDC

40A

+W, -Black

Wild Voltage

IP65

Short Circuit

Over Voltage, 

Current &

Temperature

100X80X32mm

Type:

IP Rating:

Protection: 

Dimensions:

INPUT

Voltage:

Cable:
OUTPUT

Voltage:

Current:

Cable:

24VDC

+R, -Black

12VDC

20A

+Y, -Black

Step Down

IP65

Short Circuit

Over Voltage, 

Current &

Temperature

74X74X32mm

Type:

IP Rating:

Protection: 

 

 

Dimensions:

INPUT

Voltage:

Cable:
OUTPUT

Voltage:

Current:

Cable:

18~36VDC

+R, -Black

12VDC

10A

+Y, -Black

Wild Voltage

IP65

Short Circuit

Over Voltage, 

Current &

Temperature

74X74X32mm

Type:

Protection:

 

 

Dimensions:

INPUT

Voltage:
OUTPUT

Voltage:

Current:

Max. Load:

9~36VDC

12VDC

4.2A

50W

Wild Voltage

Short Circuit

Over Voltage, 

Current &

Temperature

155X95X40mm

PRI-18/36V-12V-40A

PRI-18/36V-12V-10A

PRI-24/12V-12V-20A

PRI-36-12

Type:

IP Rating:

Protection: 

 

Dimensions:

INPUT

Voltage:

Cable:
OUTPUT

Voltage:

Current:

Cable:

12~24VDC

+R, -Black

5VDC

5A

+Y, -Black

Wild Voltage

IP65

Short Circuit

Over Voltage, 

Current &

Temperature

65X65X21mmPRI-12/24V-5VDC

PRISMA POWER CONVERTORS
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PRISMA POWER CONVERTORS

Type:

IP Rating:

Protection: 

 

Dimensions:

INPUT

Voltage:

Cable:
OUTPUT

Voltage:

Current:

Cable:

18~36VDC

+R, -Black

24VDC

20A

+W, -Black

Wild Voltage

IP65

Short Circuit

Over Voltage, 

Current &

Temperature

100X80X32mm

Type:

IP Rating:

Protection: 

Dimensions:

INPUT

Voltage:

Cable:
OUTPUT

Voltage:

Current:

Cable:

12VDC

+R, -Black

24VDC

20A

+W, -Black

Step Up

IP65

Short Circuit

Over Voltage, 

Current &

Temperature

100X80X32mm

Type:

IP Rating:

Protection: 

 

 

Dimensions:

INPUT

Voltage:

Cable:
OUTPUT

Voltage:

Current:

Cable:

9~23VDC

+R, -Black

24VDC

10A

+Y, -Black

Wild Voltage

IP65

Short Circuit

Over Voltage, 

Current &

Temperature

74X74X32mm

Type:

Protection:

 

 

Dimensions:

INPUT

Voltage:
OUTPUT

Voltage:

Current:

Max. Load:

19~36VDC

24VDC

2.1A

50W

Wild Voltage

Short Circuit

Over Voltage, 

Current &

Temperature

155X95X40mm

PRI-18/36V-24V-20A

PRI-9/23V-24V-10A

PRI-12/24V-24V-20A

PRI-36-24

Type:

IP Rating:

Protection: 

 

Dimensions:

INPUT

Voltage:

Cable:
OUTPUT

Voltage:

Current:

Cable:

8-40VDC

+R, -Black

13.8VDC

10A

+Y, -Black

Wild Voltage

IP65

Short Circuit

Over Voltage, 

Current &

Temperature

74X74X32 mmPRI-8/40V-13.8V-10A



PRISMA EXTRUSION INNOVATIONS

PRI-SUPINE

PRI-XSD-RECESS

PRI-ELITE 

***ANOTHER PRISMA LED INNOVATION***

***ANOTHER PRISMA LED INNOVATION***

Anodised 6063 Alloy Extrusion with 

heavy duty frosted PC cover lens, 

End Caps to snug fit, 160° view 

angle, silver or painted white. It is 

especially made for commercial 

grade LED Strips and can be cut to 

any suitable lengths.  It can 

accommodates “dual” options as 

RGB and white strips side by side or 

single colour for office/home, just 

select the desired output  instead of 

the old tired look T8 tubes to get 

great smart looking lights.   Sold in 

1m, 2m and 2.4m lengths. Joiner, 

3m suspension wire kit and End Cap 

is available and sold separately.

ANOTHER 

PRISMA LED 

INNOVATION

Anodised 6063 Alloy Extrusion 

for excellent heat dissipation, 

Externally under  poly carbonate 

cover for high strength and easy 

to “waterproof” & cleaning and 

more even sleek look.  Sold in 

1.5m & 2.4m lengths.

Anodised 6063 Alloy Extrusion 

for excellent heat dissipation, 

Comes with MOON/FLAT poly 

carbonate diffused cover for 

spread light evenly. Sold in 1m, 

2m and 2.4m lengths.

67 BACK TO 

CONTENTS



PRISMA EXTRUSION INNOVATIONS

PRI-FUSION-XC

PRI-FUSION-X

PRI-CR-EXTRUSION

PRI-RETRACK

PRI-XS-TRACK

Anodised 6063 Alloy Extrusion 

for excellent heat dissipation.  

Comes with poly carbonate 

clear or diffused cover for 

spread light evenly.  Sold in 

1m, 2m and 2.4m lengths.

Anodised 6063 Alloy Extrusion 

for excellent heat dissipation.  

Comes with poly carbonate clear 

or diffused cover and End Caps.  

Sold in  300mm, 600mm, 1m, 

1.2m and 1.5m lengths.

Anodised 6063 Alloy Extrusion 

for excellent heat dissipation. 

Smart looking and   Electrostatic 

Silver finish.  Comes with End 

Caps. Sold in 300mm, 600mm, 

1m, 1.2m and 1.5m lengths.

Anodised 6063 Alloy Extrusion 

for excellent heat dissipation, 

Corner is designed for conceal 

wiring or  hiding imperfections.   

Comes with poly carbonate 

diffused cover & End Caps. Sold 

in 1m length.

Anodised 6063 Alloy extrusion 

for excellent heat dissipation.  

Comes with strong poly 

carbonate diffused cover, Clips 

and End Caps.  Great for strips 

or rope light. Sold in 1m, 2m 

and 2.4m lengths.

***ANOTHER PRISMA LED INNOVATION***

***ANOTHER PRISMA LED INNOVATION***

***ANOTHER PRISMA LED INNOVATION***

***ANOTHER PRISMA LED INNOVATION***

***ANOTHER PRISMA LED INNOVATION***
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PRISMA LED FESTOON LIGHTS

PRI-FEST-37-3/6

PRI-FEST-Y-37

PRI-FEST-42

PRI-BI-AU-2L-42

PRI-FEST-31

LED FESTOON Bulb, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

10-30VDC

0.8W

48 lm

4

Colour:

Base:

View Angle:

Dimensions:

CW, WW

FESTOON

120º

31X16mm

LED FESTOON Bulb, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

10-30VDC

0.6/1.2W

48/96 lm

3/6

Colour:

Base:

View Angle:

Dimensions:

CW, WW

FESTOON

120º

37X12/16mm

LED FESTOON Bulb, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

10-30VDC

1W

35 lm

8

Colour:

Base:

View Angle:

Dimensions:

CW, WW

FESTOON

120º

37X13mm

LED FESTOON Bulb, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

Body

12VDC

1W

60 lm

2

Alloy

Colour:

Base:

View Angle:

Dimensions:

CW, WW

Green, Red

FESTOON

120º

42X10X10mm
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LED FESTOON Bulb, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

View Angle:

10-30VDC

0.6/1.2/1.4W

48/96/110lm

3/6/9

120º

Colour:

Base:

Dimensions:

CW (3/9)

WW (6/9)

Red,Green (6)

FESTOON

42X12/16/23mm



PRISMA LED G4 SIDE/BACK PINS

PRI-BI-G4-RGB

LED G4 RGB Side Pins, Great for Car, Boat & Caravan

Voltage:

Wattage:

LED QTY:

12VDC

0.8W

6

Colour:

Base:

View Angle:

Dimensions:

RGB

G4 Side pins

120º

Ø30X8mm
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LED G4 Side/Back Pins, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

10-30VAC/DC

1.5W

130 lm

9

Colour:

Base:

View Angle:

Dimensions:

CW, WW

G4 side/Back 

120º

Ø23X8mm

PRI-G4-BLUE

Voltage:

Wattage:

 

LED QTY:

10-30VDC

1.3W (Back)

2W (Side)

6 (Back)

12 (Side)

Colour:

Base:

View Angle:

Dimensions:

Blue

G4 Side/Back

120º

Ø24X8 (Back)

Ø31X8 (Side)

LED G4 Side/Back Pins, Great for Car, Boat & Caravan

PRI-G4-6

PRI-G4-16

LED G4 Side/Back Pins, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

10-30VDC

12VAC/DC

1.3W

96 lm

6

Colour:

Base:

View Angle:

Dimensions:

CW, Red

WW (12V)

G4 side 

120º

Ø23mm

LED G4 Side Pins, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

12VAC/DC

3W

200 lm

16

Colour:

Base:

View Angle:

Dimensions:

CW, WW

G4 Side Pins

120º

25X32X9mm



PRISMA LED G4 360º TOWER BULBS
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PRI-G4-SES-3W

PRI-G4-MINI-1.5W

PRI-RD-G4-3W

PRI-G4-SES-5W

LED G4 360º View, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

Colour:

View Angle:

10-30VDC

12-24VAC

5W

500lm

CW, WW

360º

Base:

Dimensions:

G4

Ø17X38(head)

LED G4 360º View, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

10-30VDC

12-24VAC

3W

300lm

Colour:

Base:

View Angle:

Dimensions:

CW, WW

G4 

360º

12X9X28(head)

LED G4 360º View, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

12VAC

1.5W

110 lm

24

Colour:

Base:

View Angle:

Dimensions:

CW, WW

G4

360º

Ø9.5X27mm

LED G4 360º View, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

10-30VDC

12VAC

3W

300lm

Colour:

Base:

View Angle:

Dimensions:

CW

G4

360º

31X13X7mm

LED G4 360º View, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

CRI:

10-30VDC

10-24VAC

2.4W

320lm

80+

CCT Kelvin:

Base:

View Angle:

Dimensions:

2700

G4

360º

28X12X8.5mm

(Light head)
PRI-KK-G4-2.4W



PRISMA LED G4 360º TOWER BULBS
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PRI-G4-ET-360-2W

LED G4 360º View, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

12VAC/DC

2W

210lm

Colour:

Base:

View Angle:

Dimensions:

CW, WW

G4 

360º

Ø10X27mm

PRI-HT-G4-2W

LED G4 360º View, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

12VAC/DC

2W

180lm

Colour:

Base:

View Angle:

Dimensions:

CW, WW

G4 

360º

Ø9X28mm

PRI-G4-MINT-1.5W

PRI-G4-XS-1.2W

LED G4 360º View, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

12VAC/DC

1.5W

140lm

4

Colour:

Base:

View Angle:

Dimensions:

CW, WW

G4

360º

Ø10X23mm

LED G4 360º View, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

12VDC

1.2W

130lm

12

Colour:

Base:

View Angle:

Dimensions:

CW, WW

G4

360º

Ø12X37mm

PRI-G4-DROP

LED G4 360º View, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

12VDC

0.8W

50lm

1

Colour:

Base:

View Angle:

Dimensions:

Blue, Pink, Red

Green, Yellow 

G4

360º

Ø12X22mm



PRISMA LED G4 360º TOWER BULBS
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PRI-G4-JA-15

PRI-ENK-G4-9

PRI-XLS-5 G4

PRI-G4-18

LED G4 360º View, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED Qty:

10-30VDC

3W

200lm

18

Colour:

Base:

View Angle:

Dimensions:

CW

G4

360º

Ø20X30mm

LED G4 360º View, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED Qty:

10-30VDC

1.44W

105lm

15

Colour:

Base:

View Angle:

Dimensions:

CW

G4 

360º

Ø12.5X21mm

LED G4 360º View, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

12VDC

1.3W

100 lm

9

Colour:

Base:

View Angle:

Dimensions:

WW

G4

360º

Ø11X19mm

LED G4 360º View, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

12VDC

1W

20lm

5

Colour:

Base:

View Angle:

Dimensions:

CW, WW, Blue

G4

360º

Ø10.5X14.8mm

PRI-EV-G4-0.5

LED G4 360º View, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

12VAC/DCC

0.5W

30lm

41

Colour:

Base:

View Angle:

Dimensions:

CW

G4

120º

Ø11X15mm



PRISMA LED BAY15 BULBS
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PRI-BAY15-36

PRI-BA15S/BA15D-4

PRI-BA15D/BAY15D-18

LED BA15D/BAY15D, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED Qty:

Colour:

10-30VDC

3W

200lm

18

CW

Base:

View Angle:

Dimensions:

BA15D

BAY15D

360º

Ø21X53mm

LED BAY15D, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

10~30VDC

1.3W

96 lm

36

Colour:

Base:

View Angle:

Dimensions:

CW

BAY15D

360º

Ø25X48mm

LED BA15S/BA15D, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

Colour

10-30VDC

1.2W

65lm

4

CW, WW

Base:

View Angle:

Dimensions:

BA15S

BA15D

360º

Ø26X38mm

PRI-BAY15D-MARINE

MARINE NAVIGATION LIGHTS IN COLOUR

Voltage:

Wattage:

Lumens:

LED QTY:

Base:

10~30VDC

3.5W

380 lm

15

BAY15D

Colour:

View Angle:

Dimensions:

Red, Green

360º

Ø18X40mm

***ANOTHER PRISMA LED INNOVATION***

PRI-BAY15D-13

LED SMALL BAY15D, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED Qty:

Colour:

10-30VDC

1.44W

105lm

13

CW

Base:

View Angle:

Dimensions:

BAY15D 

360º

Ø20X38mm



PRISMA LED T10, BA9S BULB

PRI-XLS-5 T10/BA9S

PRI-BI-T10-1

PRI-T10

PRI-BA9S

PRI-G4-T10

LED BA9S Base Bulb, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

8-18VDC

1W

26 lm

6

CCT:

Base:

View Angle:

Dimension:

6000K

BA9S

360º

Ø9.3X26mm

LED T10 / BA9S, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

12VDC

1W

20lm

5

Colour:

Base:

View Angle:

Dimensions:

WW

T10/BA9S

360º

Ø10.5X14.8mm

LED T10 Base Bulb, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

Base: 

10-30VDC

1.3W

65 lm

6

T10

CCT:

View Angle:

Dimension:

Weight:

6000K,3000K

120º

Ø23mm

50g

LED T10 Base Bulb, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

12VDC

1W

30 lm

1

CCT:

Base:

View Angle:

Dimension:

3000K

T10

120º

Ø12X23mm

LED T10 Base Bulb, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

8-18VDC

1W

26 lm

6

CCT:

Base:

View Angle:

Dimension:

6000K,3000K

T10

360º

11X20mm
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PRISMA LED SMALL CLUSTER BOARDS

PRI-PCB-28

PRI-PCB-12

PRI-PCB-8

PRI-PCB-6

PRI-PCB-RGB-IR

LED Small Cluster, Great for Car, Boat & Caravan

Voltage:

Wattage:

LED QTY:

Colour:

12VDC

3W

13

RGB

Controller:

Base:

View Angle:

Dimensions:

IR Controller

Multi-base

120º

Ø43X7mm

LED Small Cluster, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

10-30VDC

12VAC

3.6W

224 lm

28

Colour:

Base:

View Angle:

Dimensions:

CW

Multi-base

120º

73X35mm

LED Small Cluster, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

10-30VDC

12VAC

2.4W

96 lm

12

Colour:

Base:

View Angle:

Dimensions:

CW

Multi-base

120º

36X24mm

LED Small Cluster, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

 

10-30VDC

12VAC

1.6W

64 lm

8

Colour:

Base:

View Angle:

Dimensions:

CW

Multi-base

120º

30X15mm

LED Small Cluster, Great for Car, Boat & Caravan

Voltage:

Wattage:

Lumens:

LED QTY:

10-30VDC

12VAC

0.6W

48 lm

6

Colour:

Base:

View Angle:

Dimensions:

CW

Multi-base

120º

33X20mm
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PRISMA LED FLOOD LIGHT (RGBW/RGB)

PRI-FT-RGB-3X3

PRI-FLOOD-GC-15/20

LED RGB FLOOD/WALL WASHER LIGHT

Voltage:

Wattage:

Lumens

IP Rating:

Colour:

10-30VDC

3X3W

360lm (CW)

IP65

RGB

Dimension:

Hight:

Ø62X83(Head)

135mm (All)

LED RGB FLOOD/WALL WASHER LIGHT

Voltage:

Wattage:

Lumens

IP Rating:

10-30V (CW)

24VDC (RGB)

15 (RGB/CW)

20W (RGB)
1200lm (CW）
IP65

View angle:

Dimension:

Height:

Housing:

160º

260X93X78(15W)

357X100X80(20W

102mm (15W)

170mm (20W)

Black(RGB)

White(CW)

***ANOTHER PRISMA LED INNOVATION***

PRI-RIO-RGBW/RGB

LED RGBW/RGB FLOOD/WALL WASHER LIGHT

Voltage:

Wattage:

IP Rating:

Colour:

View angle:

24VDC/240V

50W

IP67

RGB/RGBW

CW(24/240V)

15º/40º/60º

Dimensions:

Input wire:

285X106X85mm

2 / 4 / 5 core

***ANOTHER PRISMA LED INNOVATION***

PRI-LL-RGB-72

LED RGB FLOOD / SPOTLIGHT

Voltage:

Wattage:

IP Rating:

Colour:

View angle:

Housing:

24VDC

24X3W

IP65

RGB

15º

Alloy Casing

Dimensions:

Height:

Ø170X135(Head)

234(with bracket)

Can be 

stacked up 

to 3 units

77 BACK TO 

CONTENTS

LED RGBW FLOOD LIGHT

Voltage:

Wattage:

Lumens

IP Rating:

CCT:

View angle:

10-30VDC

6X3W(CREE)

1800lm 

IP65

6000K (CW)

20º

Dimensions:

Height:

130X130X82

178 (+ Bracket)

PRI-FT-RGB-18W



PRISMA LED FLOOD LIGHT
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PRI-FLOOD-TA-24/36

LED MULTI-VOLAGE FLOOD LIGHT
Voltage:

Wattage:

IP Rating:

Lumens:

CCT:

10-30VDC

24W, 36WW

IP65

2500lm (24W)

3800lm (36W}

6000K

View angle:

Dimension:

10º

160X150X35 (24W)

230X180X35 (36W)

PRI-FLOOD-30/50

LED MULTI-VOLTAGE FLOOD LIGHT

Voltage:

Wattage:

IP Rating:

CCT Kelvin

View angle:

Housing :

10-30VDC

30W/50W

IP65

3000K, 6000K

120º

Alloy Casting

Lumens:

Dimension:

Hight:

3900/6500lm

198X188X37(30W)

238X228X37(50W)

PRI-LL-SPOT-72

LED SOFT ULTRAVIOLET FLOOD / SPOTLIGHT
Voltage:

Wattage:

IP Rating:

NM:

View angle:

Housing :

24VDC

6X3W

IP66

400~405nm

25º

Alloy Casing

Dimensions:

Height:

Ø145X135(Head)

190(with bracket)

PRI-LL-UV-18W
***ANOTHER PRISMA LED INNOVATION***

LED HIGH POWER FLOOD / SPOT LIGHT

Voltage:

Wattage:

IP Rating:

Colour:

View angle:

Housing:

24VDC

24X3W

IP65

CW, BLUE

15º

Alloy Casting

Lumens:

Dimensions:

Height:

5400lm

Ø240X180(Head)

250(with bracket)

LED MULTI-VOLTAGE FLOOD  LIGHT
Voltage:

Wattage:

IP Rating:

Lumen:

View angle:

CCT:

10-30VDC

30W/50W

IP65

2400/4000lm

120º

6000K

Dimensions:180X125X25(30W)

214X148X25(50W)

PRI-FLOOD-LEO-30/50
***ANOTHER PRISMA LED INNOVATION***



PRI-LL-WALL-108

PRI-STREET-S-15W

PRI-LL-WALL-54

PRI-GS-BAR

LED WALLWASHER/BAR LIGHT

Voltage:

Wattage:

Lumens:

Colour:

24VDC

54W

2800 lm

RGB

LED QTY: 

View Angle:

IP Rating:

Dimensions:

18X3W

45º

IP65

1000X83X101

LED SOLAR STREET LIGHT WITH SENSOR 

Voltage:

Wattage:

Lumens:

Colour:

IP Rating:

LED Qty:

240VAC

15W

1600 lm

CW (6000K)

IP65

40

View Angle:

Post Fit:

Solar Panel:

Battery:

Detect dis.:

Dimensions:

120º

40-50mm Pole

9.5Wp

7.4V/5000mAh

3~8m

413X232X58mm

LED WALLWASHER/BAR LIGHT

Voltage:

Wattage:

Lumens:

Colour:

24VDC

108W

5600 lm

RGB

LED QTY:

View Angle:

IP Rating:

Dimensions:

36X3W

45º

IP65 

1000X83X101

LED BAR LIGHT,  Waterproof IP65

Voltage:

Wattage:

Lumens:

Colour:

24VDC

18W

1850 lm

Blue, Red

CW, WW

LED QTY:

IP Rate:

View Angle:

Dimensions:

Housing:

18

IP65 

45º

1000X25X32

Alloy (White)

***ANOTHER PRISMA LED INNOVATION***

PRISMA LED SENSOR/WALL WASHER 

PRI-CET-SENS-36

LED OUTDOOR SENSOR LIGHT

Voltage:

Wattage:

IP Rating:

Lumens:

View angle:

Housing:

Time Set:

240VAC

36W

IP65

3100lm

240º

Alloy Casting

10sec.~10min.

Detect dis.:

Dimension:

2-18m

Ø80X125(Head)

180X110X65 base

80X57X70 Sensor
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PRISMA LED GARDEN LIGHTING

PRI-SS-DOS

LED GARDEN / DECK LIGHT

Voltage:

Wattage:

IP Rating:

Colour:

12VDC

0.5W

IP68

CW,WW,RGB

Blue, Green

Red, Yellow

View Angle:

Dimensions:

 

Cut Out:

Housing:

35º

Ø32X35mm

Ø40(Extension)

Ø26 / Ø34mm

316 SS

***ANOTHER PRISMA LED INNOVATION***
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PRI-FLOOD-36

LED CW/RGB FLOOD LIGHT

Voltage:

Wattage:

IP Rating:

Lumens:

Colour:

24VDC

36W

IP65

3100lm

CW, RGB

View angle:

Dimension:

Hight:

60º

310X190X45

230(with bracket)

LED RGBW FLOOD LIGHT

Voltage:

Wattage:

Lumens

IP Rating:

CCT:

View angle:

10-30VDC

6X3W(CREE)

1800lm 

IP65

6000K (CW)

20º

Dimensions:

Height:

130X130X82

178 (+ Bracket)

PRI-FT-RGB-18W

PRI-BL-COB-9W

LED  GARDEN SPIKE LIGHT

Voltage:

Wattage:

Lumens

IP Rating:

Colour:

View angle:

10-30VDC

9W

810lm

IP65

CW, WW

60º

Dimension:

Hight:

Ø75X85(Head)

100mm (All)

PRI-FT-RGB-3X3

LED RGB FLOOD/WALL WASHER LIGHT

Voltage:

Wattage:

Lumens

IP Rating:

Colour:

10-30VDC

3X3W

360lm (CW)

IP65

RGB

Dimension:

Hight:

Ø62X83(Head)

135mm (All)

***ANOTHER PRISMA LED INNOVATION***



PRISMA LED GARDEN LIGHTING

PRI-ECOCLIP-RGB

PRI-CLIP-Z-WW

PRI-ECOCLIP-CW/WW

Smooth Glow IP65 Clip LED CW & WW  

Voltage:

Lumens:

LED QTY:

CCT:

Length:

24VDC

7 lm/Bulb

8 bulbs/2m

3000K/6000K

50m/100m

Cuttable:

IP Rating:

Max Run:

View Angle:

Dimensions:

8Bulbs(2 wire)

IP65

100m 

180º

Ø17mm(Bulb)

***ANOTHER PRISMA LED INNOVATION***

Smooth Glow IP65 Clip LED RGB

Voltage:

Lumens:

LED QTY:

Colour:

Length:

24VDC

7 lm/Bulb

8 bulbs/2m

RGB (Auto)

50m/100m

Cuttable:

IP Rating:

Max Run:

View Angle:

Dimensions:

8Bulbs(2 wire)

IP65

100m 

180º

Ø17mm(Bulb)

***ANOTHER PRISMA LED INNOVATION***

Commercial Application  IP67 Clip LED WW

Voltage:

Wattage:

Lumens:

CCT:

LED Space:

24VDC

3.4W/m

40lm/Module

3000K

250mm

LED QTY:

IP Rating:

Max Run:

View Angle:

Dimensions:

4/m

IP67

40m 

120º

62X23mm

***ANOTHER PRISMA LED INNOVATION***
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PRI-CLIP-65

Various Colour LED IP65 Clip Lights

Voltage:

Wattage:

Max. Run:

Colour:

12VDC

0.4W/m

80m

Blue, Green, 

Pink, Red

Led Space:

IP Rates:

View Angle:

Dimensions:

150mm

IP65

120º

12X10X8mm

***ANOTHER PRISMA LED INNOVATION***



PRISMA LED GARDEN LIGHTING

PRI-G45-FESTOON

PRI-ROPE

PRI-FESTOON-BELT

LED Festoon Belt with Silicon Ring E27 Socket

Voltage:

Base Fitting:

Bulb Space:

24VDC/240V

E27

1m

Dimensions:

Cable:

13X5mm

2X1.5mm² 

Rubber Sealed 

LED G45 FESTOON BULB E27 Base

Voltage:

Wattage:

Lumens:

Base:

12V/24V

240VAC

1W

28~45lm

E27

Colour:

View Angle:

Dimensions:

CW, WW, Red

Green, Blue

Yellow, RGB

360º

Ø45X40mm

LED FLEXIBLE ROPE LIGHT
Voltage:

Wattage:

LED QTY:

View Angle:

IP Rating:

12/24VDC

240VAC

2.9W/m

36/m

360º

IP65

Colour:

Cutting:

Dimensions:

CW, WW, Red

Green, Blue

Yellow

3led(12V)

6led(24V)

1m (240V)

Ø13mm
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PRI-NEON-LITE

LED FLEXIBLE NEON LIGHT
Voltage:

Wattage:

Lumens:

LED QTY:

IP Rates:

12V (RGBW)

24VDC

11W/m 

15W/m (RGBW)

120/m

90/m (RGBW)

IP65

Colour: 

View Angle:

Dimensions:

CW,WW,B,RGBW

180º

6X12mm

10X20 (RGBW)

LED IP68 316 SS OUTDOOR LIGHT

Voltage:

Wattage:

Lumens

IP Rating:

Colour:

View angle:

24VDC

18X1W

1650lm (CW)

IP68

CW, WW, Blue

60º

Dimensions:

Housing:

Ø198X58mm

316 SS

PRI-SS-18W



PRISMA LED GARDEN LIGHTING

PRI-LA-GR-ECO-X

PRI-KE-IN-MINI-SS

PRI-MAXUS

LED GARDEN / INGROUND LIGHT FITTING

Base:

Material:

Face:

Bulb to fit:

IP Rating:

MR16

316 SS

High polished

MR16/MR11

IP65

Dimension:

Hight:

Ø100X65mm

85mm(Sleeve)

***ANOTHER PRISMA LED INNOVATION***

***ANOTHER PRISMA LED INNOVATION***

LED GARDEN LIGHT FITTING

Base:

Material:

 

Bulb to fit:

IP Rating:

Stake:

MR16

Alloy (Black 

Powder coated

MR16/MR11

IP65

160mm(length)

Dimension:

Height:

Ø99X102(Head)

162(with Bracket
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LED IP68 GARDEN / INGROUND LIGHT FITTING

Base:

Material:

 

Bulb to fit:

IP Rating:

Cut out SS :

MR16

316 SS (Face)

High polished

MR16/MR11

IP68

Ø54mm

Dimension:

Bucket:

Ø110X85mm

Ø74X88mm

PRI-STREET-S-15W

LED SOLAR STREET LIGHT WITH SENSOR 

Voltage:

Wattage:

Lumens:

Colour:

IP Rating:

LED Qty:

240VAC

15W

1600 lm

CW (6000K)

IP65

40

View Angle:

Post Fit:

Solar Panel:

Battery:

Detect dis.:

Dimensions:

120º

40-50mm Pole

9.5Wp

7.4V/5000mAh

3~8m

413X232X58mm

PRI-CH2-IN-MR16

LED GARDEN / INGROUND LIGHT FITTING

Base:

Material:

Face:

Bulb to fit:

IP Rating:

MR16

316 SS

High polished

MR16/MR11

G4 Back Pin

IP65

Dimension:

Cur out:

120X120X95

Ø90mm



PRISMA LED INGROUND LIGHTS  

PRI-ACE-IN-RGB-18W

LED RGB INGROUND LIGHT 

Voltage:

Wattage:

Lumens

IP Rating:

Colour:

Face:  

Body:  

24VDC

18W

660lm

IP67

RGB

Stainless Steel

Treated Alloy

Dimension:

Hight:

Ø165X80mm

125mm(Sleeve)

PRI-LAY-DECK

LED DECK / INGROUND / COURTESY LIGHT

Voltage:

Wattage:

IP Rating:

Colour:

12VDC

0.4W

IP65

CW,WW,Blue

View Angle:

Dimensions:

Cut Out:

Housing:

90º

Ø29X29mm

Ø25mm

316 SS

***ANOTHER PRISMA LED INNOVATION***

PRI-SS-DOS

LED DECK / INGROUND / COURTESY LIGHT

Voltage:

Colour:

12VDC

RGB (2 wire)

Blue, Pink

Red

View Angle:

Dimensions:

Cut Out:

Housing:

35º

Ø20X25mm

Ø15mm

316 SS

PRI-EAGLE-EYE

LED DECK / INGROUND / COURTESY LIGHT

Voltage:

Wattage:

IP Rating:

Colour:

12VDC

0.5W

IP68

CW,WW,RGB

Blue, Green

Red, Yellow

View Angle:

Dimensions:

 

Cut Out:

Housing:

35º

Ø32X35mm

Ø40(Extension)

Ø26 / Ø34mm

316 SS

***ANOTHER PRISMA LED INNOVATION***

***ANOTHER PRISMA LED INNOVATION***

LED IP68 316 SS OUTDOOR LIGHT

Voltage:

Wattage:

Lumens

IP Rating:

Colour:

View angle:

24VDC

18X1W

1650lm (CW)

IP68

CW, WW, Blue

60º

Dimensions:

Housing:

Ø198X58mm

316 SS

PRI-SS-18W
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PRISMA LED INGROUND LIGHTS  

PRI-CH2-IN-MR16

LED INGROUND LIGHT FITTING

Base:

Material:

Bulb to fit:

IP Rating:

MR16

316 SS (Face)

High polished

MR16/MR11

G4 Back Pin

IP65

Dimension:

Cut out:

120X120X95

Ø90mm

LED INGROUND LIGHT FITTING

Base:

Material:

Bulb to fit:

IP Rating:

MR16

316 SS (Face)

MR16/MR11

G4 Back pin

IP67

Dimension:

Cut out:

Ø100X70mm

Ø84mm

PRI-CH-IN-MR16

PRI-KE-IN-MINI-SS

PRI-MAXUS

LED DECK / INGROUND LIGHT FITTING

Base:

Material:

 

Bulb to fit:

IP Rating:

MR16

316 SS (Face)

High polished

MR16/MR11

IP65

Dimension:

Hight:

Ø100X65mm

85mm(Sleeve)

***ANOTHER PRISMA LED INNOVATION***

***ANOTHER PRISMA LED INNOVATION***

LED INGROUND LIGHT FITTING

Base:

Material:

Bulb to fit:

IP Rating:

MR16

316 SS (Face)

MR16/MR11

G4 Back Pin

IP65

Dimension:

Cut out

116X116X145

Ø108mm

PRI-KE-IN-MINI
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LED IP68 DECK / INGROUND LIGHT FITTING

Base:

Material:

 

Bulb to fit:

IP Rating:

Cut out SS :

MR16

316 SS (Face)

High polished

MR16/MR11

IP68

Ø54mm

Dimension:

Bucket:

Ø110X85mm

Ø74X88mm



PRISMA LED LIGHT FITTINGS – DOWNLIGHT

PRI-003

LED ALLOY GIMBAL DOWN LIGHT FITTING

Base:

Material:

Bulb to fit:

MR11

Anodized

Aluminium

MR11

Dimension:

Cut Out:

Ø68X22 (MR11)

Ø54mm (MR11)

PRI-MIK-SS-MR16

PRI-002

LED 316 SS GIMBAL DOWN LIGHT FITTING

Base:

Material:

 

Bulb to fit:

MR16

316 SS

High polished

MR16

Dimension:

Cut Out:

Ø102X25mm

Ø76mm

LED ALLOY DOWN LIGHT FITTING

Base:

Material:

 

Bulb to fit:

MR11/MR16

Anodized

Aluminium

MR11/MR16

Dimension:

Cut Out:

Ø62X20 (MR11)

Ø78X31 (MR16)

Ø44mm (MR11)

Ø63mm (MR16

***ANOTHER PRISMA LED INNOVATION***

PRI-004

PRI-006

LED ALLOY DOWN LIGHT FITTING

Base:

Material:

Bulb to fit:

MR16

Anodized

Aluminium

MR16

Dimension:

Cut Out:

Ø78X31 (MR16)

Ø63mm (MR16)

LED NICKEL FINISH DOWN LIGHT FITTING

Base:

Material:

 

Bulb to fit:

MR16

Nickel Satin

Finished

MR16

Dimension:

Cut Out:

Ø82X35mm

Ø74mm
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PRISMA LED LIGHT FITTINGS – DOWNLIGHT

PRI-00-MR11

LED MR11 DOWN LIGHT FITTING

Base:

Material:

Bulb to fit:

MR11

Brushed Satin 

Finished

MR11

Dimension:

Cut Out:

Ø60X23mm

Ø45mm

PRI-007

PRI-SOL-MR16/GU10

LED GIMBAL HEAD DOWN LIGHT FITTING

Base:

Material:

 

Bulb to fit:

MR16

Nickel Satin

Finished

MR16

Dimension:

Cut Out:

Ø131X80mm

Ø110mm

LED GIMBAL DOWN LIGHT FITTING

Base:

Material:

 

Bulb to fit:

MR16/GU10

Powder 

Coated

Aluminium

MR16/GU10

Dimension:

Cut Out:

Ø103mm (Face)

Ø92mm

PRI-GX53-01

PRI-CE-PAR20

LED GX53 DOWN LIGHT FITTING

Base:

Material:

Bulb to fit:

Housing

Colour:

GX53

Polycarbonate

GX53

Silver

White

Dimension:

Cut Out:

Ø92X27.5mm

Ø84mm

LED PAR20 DOWN LIGHT FITTING

Base:

Material:

 

Bulb to fit:

E27

Polished

Nickel

PAR20

Dimension:

Cut Out:

Ø120X130mm

Ø90mm
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PRISMA LED LIGHT FITTINGS – CABINET LIGHT

PRI-FO-RO

LED ROUND CABINET LIGHT FITTING

Base:

Material:

Bulb to fit:

G4

Brushed Satin 

Finished

G4 Side Pin

Dimension:

Cut Out:

Ø67X14mm

Ø60mm

PRI-FO-GL

PRI-FO-SQ

LED GLASS COVER CABINET LIGHT FITTING

Base:

Face: 

Bulb to fit:

G4

Frosted Glass 

G4 Side Pin

Dimension:

Cut Out:

Ø80X24mm

Ø58mm

LED SQUARE CABINET LIGHT FITTING

Base:

Material:

 

Bulb to fit:

G4

Brushed Satin 

Finished

G4 Side Pin

Dimension:

Cut Out:

70X70X22mm 

Ø60mm

PRI-SUR-1

PRI-SUR-2

LED SURFACE MOUNTED LIGHT FITTING

Base:

Material:

Bulb to fit:

G4

Brushed Satin 

Finished

G4 Side Pin

Dimension: Ø74X20mm

LED SURFACE MOUNTED LIGHT FITTING

Base:

Material:

Bulb to fit:

G4

Brushed Satin 

Finished

G4 Side Pin

Diameter:

 

Height:

Ø58mm (Face)

Ø82mm (Base)

20mm
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PRISMA LED LIGHT FITTINGS – WALL LIGHT

PRI-GL-4R

PRI-GL-RD

LED WALL LIGHT FITTING

Base:

Material:

 

Bulb to fit:

MR16

Glass Lens

Satin Chrome

MR11/MR16

G4 Back Pin

Dimension:

Cut Out:

Ø85X70mm 

65X65mm

PRI-GL-SQ

PRI-008

LED WALL LIGHT FITTING

Base:

Material:

 

Bulb to fit:

MR16

Glass Lens

Satin Chrome

MR11/MR16

G4 Back Pin

Dimension:

Cut Out:

75X75X73mm 

65X65mm

LED WALL LIGHT FITTING

Base:

Material:

 

Bulb to fit:

MR16

Glass Lens

Satin Chrome

MR11

G4 Back Pin

Dimension:

Cut Out:

95X95X45mm 

85X59mm

LED WALL LIGHT FITTING WITH SILICON SEALS

Base:

Material:

 

Bulb to fit:

MR16

Glass Lens

Satin Chrome

MR16

Dimension:

Cut Out:

Ø85X38mm

Ø67mm

Silicon seals for moisture proof
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PRISMA LED LIGHT FITTINGS – WALL LIGHT

PRI-KE-MR11

PRI-SPIRAL

LED WALL LIGHT FITTING WITH TRANSFORMER

Base:

Voltage:

Material: 

Bulb to fit:

MR16

240VAC

6063 Alloy

MR16

Dimension: 120X205X110mm

PRI-WALL-SS

LED 316SS WALL LIGHT FITTING WITH SWITCH

Base:

Material:

IP Rating: 

Bulb to fit:

MR11

316SS

High Polished

IP56

MR11

Dimension: Ø44.5X72 (Short)

Ø44.5X76.2(Long)

LED WALL LIGHT FITTING

Base:

Material:

 

Bulb to fit:

Diffuser:

MR16

316SS

High Polished

MR11/MR16

Honeycomb

Dimension:

Height:

Ø55X105 (Head)

120~150mm

PRI-WALL-SW

LED WALL LIGHT FITTING WITH SWITCH

Base:

Face: 

Bulb to fit:

G4

Brushed Satin 

Finished

G4 Side Pin

Dimension:

Cut Out:

120X75X20mm

82X58mm

Come with 

240V 

Transformer.  

Two size of light heads for different size of bulbs)
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PRISMA LED LIGHT FITTINGS – WALL LIGHT

PRI-KE-MR16-SS2

PRI-W-SH-R

LED 316 SS IP65 WALL LIGHT FITTING

Base:

Material:

IP Rating: 

Bulb to fit:

G4

316SS

High Polished

IP65

G4 

Dimension: Ø100X53mm

PRI-KE-GU10-XL-SS

LED 316 SS IP65 WALL LIGHT FITTING

Base:

Material:

IP Rating: 

Bulb to fit:

MR16

316SS

High Polished

IP65

2XMR16

Dimension: Ø65X148mm

LED 316 SS IP65 WALL LIGHT FITTING

Base:

Material:

IP Rating 

Bulb to fit:

GU10

316SS

High Polished

IP65

2XGU10

Dimension:

Base:

Ø60X235mm

Ø75X20mm

PRI-W-SH-GR

LED 316 SS IP65 WALL LIGHT FITTING

Base:

Material:

IP Rating: 

Bulb to fit:

G4

316SS

High Polished

IP65

G4 

Dimension: Ø100X56mm
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PRISMA LED LIGHT FITTINGS - GARDEN 

PRI-CH2-IN-MR16

LED INGROUND LIGHT FITTING

Base:

Material:

Bulb to fit:

IP Rating:

MR16

316 SS (Face)

High polished

MR16/MR11

G4 Back Pin

IP65

Dimension:

Cut out:

120X120X95

Ø90mm

PRI-KE-IN-MINI-SS

PRI-MAXUS

LED DECK / INGROUND LIGHT FITTING

Base:

Material:

 

Bulb to fit:

IP Rating:

MR16

316 SS (Face)

High polished

MR16/MR11

IP65

Dimension:

Hight:

Ø100X65mm

85mm(Sleeve)

***ANOTHER PRISMA LED INNOVATION***

***ANOTHER PRISMA LED INNOVATION***

PRI-LA-GR-ECO-X

LED GARDEN LIGHT FITTING

Base:

Material:

 

Bulb to fit:

IP Rating:

Stake:

MR16

Alloy (Black 

Powder coated

MR16/MR11

IP65

160mm(length)

Dimension:

Height:

Ø99X102(Head)

162(with Bracket
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LED IP68 DECK / INGROUND LIGHT FITTING

Base:

Material:

 

Bulb to fit:

IP Rating:

Cut out SS :

MR16

316 SS (Face)

High polished

MR16/MR11

IP68

Ø54mm

Dimension:

Bucket:

Ø110X85mm

Ø74X88mm

PRI-CH-IN-MR16

LED INGROUND LIGHT FITTING

Base:

Material:

Bulb to fit:

IP Rating:

MR16

316 SS (Face)

MR16/MR11

G4 Back Pin

IP65

Dimension:

Cut out

116X116X145

Ø108mm



PRISMA LED MODULES
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PRI-MOD-120-3W

PRI-MOD-LEN-1.5W

PRI-MOD-160-1.5

LED SIDE EMITTING MODULE

Voltage:

Power:

Lumen: 

LED Type:

IP Rating:

12VDC

1.5W

125lm

SMD 3030

IP67

CCT:

View angle:

Dimension:

Max. Length:

6500K 12000K

160º

50X30X15mm

20pcs

PRI-MODULE-RGB

LED OSRAM CHIP MODULE

Voltage:

Power:

Lumen: 

LED Type:

IP Rating:

12VDC

1.5W

120lm

Osram 3030

IP65

View angle:

CCT Kelvin:

Dimension:

Max. Length:

160º

3000K, 6000K

10000K

43X32X7.8mm

20pcs

LED HIGH POWER MODULE

Voltage:

Power:

Lumen: 

LED Type:

IP Rating:

12VDC

3W

220lm

CREE 3535

IP65

View angle:

Colour:

Dimension:

Max. Length:

120º

6000K

51X38X8mm

15pcs

LED RGB MODULE

Voltage:

Power:

 

LED Type:

IP Rating:

12VDC

1.5W (White)

0.75W (Black)

SMD 5050

IP65

View angle:

Colour:

Dimension:

Max. Length:

160º

RGB

68X19X6(0.75W)

80X18X8(1.5W)

20pcs

LED HIGH POWER MICRO MODULE

Voltage:

Power:

Lumen:

IP Rating:

12VDC

20W/100pcs

20lm/Module

100lm/W

IP65

View Angle:

Colour:

Length:

Spacing:

Dimensions:

120º

R/G/B/CW/WW

2846mm/100pcs

23mm

9X6.8X4.8mmPRI-MICRO-MOD



PRISMA LED CLUSTER/MODULES

PRI-RGB-PANEL-24V

PRI-CLUSTER-105-CW

PRI-CLUSTER-CXW

LED RGB PANEL MODULE

Voltage:

Power:

Lumen: 

LED Type:

LED Qty:

24VDC

65W

Up to 2000lm

SMD 5050

288

View angle:

Colour:

Dimension:

160º

RGB

480X240mm

Can be cut in “Strip” by 12 SMD & easy re-solder

LED CLUSTER / MODULE

Voltage:

Power:

Lumen: 
LED Qty：
Colour:

12VDC

32W

3300lm

105

CW

View angle:

Dimension:

160º

503.5X235mm

Each diode is cuttable, perfect for film/photography

LED BI-COLOUR CLUSTER / MODULE

Voltage:

Power:

Lumen: 
LED Qty：
CCT Kelvin

12VDC

32W

3700lm

128 (16X8)

6000K/2500K

View angle:

Dimension:

60º (no lens)

120º (with lens)

500X235mm

Each diode is cuttable,  

perfect for film/photography

***ANOTHER PRISMA LED INNOVATION***
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PRI-MOD-5W

LED HIGHPOWER WITH 9 SMD MODULE

Voltage: 

Power:

Lumen:

IP Rating:

CCT:

12VDC

5W

300lm

IP67

6500K 12000K

View angle:

Dimension:

25º

Ø42X21mm

PRI-MOD-4W

LED SUPER BRIGHT OSRAM CHIP MODULE

Voltage:

Power:

Lumen: 

LED Type:

IP Rating:

12VDC

4W

300lm

4 Osram chips

IP67

View angle:

Colour:

Dimension:

Max. Length:

180º

CW, WW

52X46X8.1mm

20pcs



PRISMA LED MODULES

95 BACK TO 

CONTENTS

PRI-SU-RGB-M-

2W/3.5W

PRI-SU-MO-3W

PRI-SU-RGB-2/3W

LED SURFACE MOUNTED MODULE

Voltage:

Power:

Lumen: 

LED Qty:

IP Rating:

12VDC

3W

180lm

3

IP65

View angle:

Colour:

Dimension:

120º

CW

Ø45X24mm

LED SURFACE MOUNTED RGB MODULE

Voltage:

 

Power:

IP Rating:

12VDC (2W)

24VDC (3W)

2W/3W

IP65

View angle:

Colour:

Dimension:

120º

RGB

Ø42X21mm

LED SURFACE MOUNTED RGB MODULE

Voltage:

Power:

Lumen: 

LED Qty:

IP Rating:

Colour:

24VDC

2W/3.5W

50/90lm

6/12

IP65

RGB

View angle:

Dimension:

120º

Ø42X17.5 (2W)

Ø75X21 (3.5W)

PRI-MOD-1.5/2W-24V

LED STATIC COLOUR 24V MODULE

Voltage:

Power:

Lumen: 

View angle:

24VDC

1.5/2W

168lm (1.5W)

200lm (2W)

160º (1.5W)

180º (2W)

IP Rating:

Colour:

Dimension:

Max. Length:

67

CW WW

46X17X10.2(1.5W

62X21X8.1(2W)

20pcs

PRI-MODULE-A7

LED STATIC COLOUR MODULE

Voltage:

Power:

Lumen: 

LED Type:

IP Rating:

12VDC

2W

165lm

6pcs injection

COB

IP65

View angle:

Colour:

Dimension:

Max. Length:

160º

CW, WW, Red

Blue, Green

75X17X7mm

20pcs



PRISMA LED MR16 BULBS

PRI-CIN-10W

PRI-KING-MR16

PRI-ST-HP

PRI-XJA-HP

PRI-XJA-HP2

LED MULTI-VOLTAGE MR16 BULB

Voltage:

Wattage:

Lumens:

Base:

10-30VDC

12VAC

10W

450lm

MR16

Colour:

View Angle:

Dimensions:

CW, Red

Green, Blue

Yellow

15º, 30º & 50º

Ø50X52mm

LED MULTI-VOLTAGE MR16 BULB 

Voltage:

Wattage:

Lumens:

Base:

10-30VDC

12VAC

5W

500lm

MR16

Colour:

View Angle:

Dimensions:

CW, WW, Red

Green, Blue

Amber, Purple

80º

Ø50X54mm

LED HIGH POWER MR16 BULB

Voltage:

Wattage:

Lumens:

Base:

12VAC/DC

11W

550lm

MR16

LED Qty:

Colour:

View Angle:

Dimensions:

5

CW, WW 

50º

Ø50.5X81mm

LED MULTI-VOLTAGE MR16 BULB

Voltage:

Wattage:

Lumens:

Base:

Colour:

10-30VDC

12VAC

4.6W

380lm

MR16

CW, WW

View Angle:

Dimensions:

60º

Ø50X49mm

***ANOTHER PRISMA LED INNOVATION***

LED MULTI-VOLTAGE MR16 BULB

Voltage:

Wattage:

Lumens:

Base:

10-30VDC

12VAC

4.2W

340lm

MR16

LED Qty:

Colour:

View Angle:

Dimensions:

6

CW, WW

60º

Ø50X49mm

Can be dimmed by Clipsal 

Leading Edge dimmer & 

Iron Core Transformer
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PRISMA LED MR16 COLOUR BULBS

PRI-RGBW-MR16-6W

LED RGB+WW MR16 BULB

Voltage:

Wattage:

Lumens:

Colour:

View Angle:

12VDC

6W

550lm on 4K

RGB-WW

120º

LED Qty:

Dimensions:

12(4K)+9(RGB)

Ø50mm (Face)

Ø46X55(Body)

***ANOTHER PRISMA LED INNOVATION***

PRI-KING-COLORS

LED MULTI-VOLTAGE MR16 BULB 

Voltage:

Wattage:

Lumens:

View Angle:

Dimensions:

10-30VDC

12VAC

5W

400+

80º

Ø50X54mm

Colour: Red, Green, Blue 

Purple, Yellow

***ANOTHER PRISMA LED INNOVATION***

PRI-FT-RGB-MR16

PRI-AL-5W-MCI

LED RGB MR16 BULB

Voltage:

Wattage:

Lumens:

Colour:

View Angle:

12VDC

9W

360lm

RGB 4 wire

120º

LED Qty:

Dimensions:

3X3W

Ø50X68.5mm

LED MULTI COLOUR INFRARED MR16

Voltage:

Wattage:

Colour:

12VAC/DC

5W

Multi colour

Change

Base:

View Angle:

Dimensions:

MR16

40º

Ø50X53mm

PRI-8W-RGBW-MR16

LED RGB+CW 24V MR16 BULB

Voltage:

Wattage:

Colour:

24VDC

8W/RGBW

4W/CW

RGB+6500K

Lumens:

View Angle:

Dimensions:

350lm/CW

500lm/RGBW

80º

Ø50X51mm

Remote sold separately 



PRISMA LED MR11 BULBS

PRI-GPH-MR11-HP3

PRI-MR11-1.6

LED MULTI-VOLTAGE MR11 BULB 

Voltage:

Wattage:

Lumens:

10-30VDC

12VAC

3W

240lm

Base:

Colour:

View Angle:

Dimensions:

MR11

CW, WW, Blue

60º

Ø35X46mm

LED 12VAC/DC MR11 BULB

Voltage:

Wattage:

Lumens:

Base:

12VAC/DC

1.6W

130lm

MR11

LED Qty:

Colour:

View Angle:

Dimensions:

1

CW, WW

130º

Ø35X32mm
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PRI-BR-MR11-XP

PRI-XJA-1-MR11

LED MULTI-VOLTAGE MR11 BULB

Voltage:

Wattage:

Lumens:

10-30VDC

12VAC

3.3W

210lm

Base:

Colour:

View Angle:

Dimensions:

MR11

CW, WW, Blue

45º

Ø35X37.5mm

LED MULTI-VOLTAGE MR11 BULB

Voltage:

Wattage:

Lumens:

10-30VDC

12VAC

2W

120lm

Base:

Colour:

View Angle:

Dimensions:

MR11

CW, WW

45º

Ø35X46mm

PRI-MR11-3WM

LED MULTI-VOLTAGE MR11 BULB 

Voltage:

Wattage:

Lumens:

Base:

10-30VDC

12VAC

3W

240lm

MR11

LED Qty:

Colour:

View Angle:

Dimensions:

3

CW, WW

40º

Ø35X30mm



PRISMA LED GU10 BULBS

PRI-CIN-10W-GU10

PRI-A-GU10-8W-D

PRI-ST-HP

PRI-FT-GU10-7W

PRI-LS-8W

LED DIMMABLE GU10 BULB 

Voltage:

Wattage:

Lumens:

Base:

Colour:

View Angle:

240VAC

8W

600lm

GU10

CW, WW

45º

Dimensions:

Dimmable:

Ø49X91mm

Clipsal Leading

Edge dimmer

C-Bus 

compatible

LED HIGH POWER MR16 BULB

Voltage:

Wattage:

Lumens:

Base:

240VAC

11W

550lm

GU10

LED Qty:

Colour:

View Angle:

Dimensions:

5

CW, WW

50º

Ø50X83mm

LED DIMMABLE GU10 BULB

Voltage:

Wattage:

Lumens:

Base:

240VAC

8W

400lm

GU10

Colour:

View Angle:

Dimensions:

Dimmable:

CW, WW

120º

Ø50X76mm

Clipsal

dimmers

LED DRIVERLESS GU10 BULB

Voltage:

Wattage:

Lumens:

Base:

240VAC

7W

450lm

GU10

LED Type:

Colour:

View Angle:

Dimensions:

Samsung COB

CW, WW, 

60º

Ø50X79mm

HALOGEN BULB REPLACEMENT

Voltage:

Wattage:

Lumens:

Base:

240VAC

10W

450lm

GU10

Colour:

View Angle:

Dimensions:

CW, WW

Red Blue

15º, 30º & 50º

Ø50X52mm
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PRISMA LED POOL LIGHTS

PRI-POOL-RGB-XL

FULLY EPOXIED CLUSTER BOARD POND LIGHT

Voltage:

Wattage:

LED Qty:

IP Rating:

Colour:

Casing:

24V

12W

54 (SMD5730)

IP68

RGB

Anti-UV PC

Dimensions:

Cut Out:

Height (total): 

Ø118X27(Face)

Ø47mm

55mm

FULLY EPOXIED CLUSTER BOARD POOL LIGHT

Voltage:

Wattage:

LED Qty:

IP Rating:

Colour:

Casing:

12VAC/DC

21W

252

IP68

RGB, CW

316 SS

Dimensions: Ø295X39mm

265X80(Bracket)

PRI-SS-DOS

LED POOL / DECK / COURTESY LIGHT

Voltage:

Wattage:

IP Rating:

Colour:

12VDC

0.5W

IP68

CW,WW,RGB

Blue, Green

Red, Yellow

View Angle:

Dimensions:

 

Cut Out:

Housing:

35º

Ø32X35mm

Ø40(Extension)

Ø26 / Ø34mm

316 SS

***ANOTHER PRISMA LED INNOVATION***
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PRI-POOL-XP-18W

FULLY EPOXIED CLUSTER BOARD POOL LIGHT

Voltage:

Wattage:

LED Qty:

IP Rating:

Colour:

Casing:

12VAC/DC

18W

252

IP68

RGB

Anti-UV PC

Dimensions: Ø263X40mm

PRI-SSX-18W-RGB

LED RGB UNDER WATER LIGHT

Voltage:

Wattage:

Colour:

IP Rating:

Housing:

24VDC

18W

RGB 4 Wire

IP68

316 SS

View Angle:

Dimensions:

Net Weight:

30º

Ø150X102(head)

100X100(Bracket)

70mm (H-Tripod)

3.1kg   

PRI-PC-POND-12W

Installation 

accessories 

available 



PRISMA LED ROPE & NEON LIGHTS

PRI-ROPE

LED FLEXIBLE ROPE LIGHT
Voltage:

Wattage:

LED QTY:

View Angle:

IP Rating:

12/24VDC

240VAC

2.9W/m

36/m

360º

IP65

Colour:

Cutting:

Dimensions:

CW, WW, Red

Green, Blue

Yellow

3led(12V)

6led(24V)

1m (240V)

Ø13mm
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PRI-FLEX

LED FLEXIBLE ROPE LIGHT
Voltage:

Wattage:

LED QTY:

View Angle:

IP Rating:

12/24V (R&Y)

12V(CW/WW/B)

3W/m

36/m

120º

IP65

Colour:

Cutting:

Dimensions:

CW, WW, Red

Blue, Yellow

3led (12V)

6led (24V)

8X5mm

Starters, End caps, Clips etc. are available.

Starters, End caps, Clips etc. are available.

PRI-CLE-RO-MINI

LED FLEXIBLE ROPE LIGHT

Voltage:

Wattage:

LED QTY:

View Angle:

IP Rating:

12VDC

1.5W/m

36/m

120º

IP65

Max Run:

Colour:

Cutting:

Dimensions:

10m

CW, Green 

Blue, Yellow

3led (12V)

Ø5.5mm

PRI-CLE-SQ-MINI

LED FLEXIBLE ROPE LIGHT

Voltage:

Wattage:

LED QTY:

View Angle:

IP Rating:

12VDC

1.5W/m

36/m

120º

IP65

Max Run:

Colour:

Cutting:

Dimensions:

10m

CW

3led 

5.5X3.5mm

Starters, End caps, Clips etc. are available.

Starters, End caps, Clips etc. are available.



PRISMA LED ROPE & NEON LIGHTS

PRI-CLE-XP

PRI-G45-FESTOON

PRI-FESTOON-BELT

LED Festoon Belt with Silicon Ring E27 Socket

Voltage:

Base Fitting:

Bulb Space:

24VDC/240V

E27

1m

Dimensions:

Cable:

13X5mm

2X1.5mm² 

Rubber Sealed 

LED G45 FESTOON BULB E27 Base

Voltage:

Wattage:

Lumens:

Base:

12V/24V

240VAC

1W

28~45lm

E27

Colour:

View Angle:

Dimensions:

CW, WW, Red

Green, Blue

Yellow, RGB

360º

Ø45X40mm
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Starters, End caps, Clips etc. are available.

LED FLEXIBLE ROPE LIGHT

Voltage:

Wattage:

Lumens:

View Angle:

24VDC

12W/m

900lm/m

120º

IP Rating:

Colour:

Cutting:

Dimensions:

IP68

CW, WW

6led 

13.5X6mm

PRI-NEON-LITE

LED FLEXIBLE NEON LIGHT
Voltage:

Wattage:

Lumens:

LED QTY:

IP Rates:

12V (RGBW)

24VDC

11W/m 

15W/m (RGBW)

120/m

90/m (RGBW)

IP65

Colour: 

View Angle:

Dimensions:

CW,WW,B,RGBW

180º

6X12mm

10X20 (RGBW)



PRISMA LED CHRISTMAS LIGHTING

PRI-ECOCLIP-RGB

PRI-CLIP-Z-WW

PRI-CLIP-Z-RGB

PRI-ECOCLIP-CW/WW

Smooth Glow IP65 Clip LED CW & WW  

Voltage:

Lumens:

LED QTY:

CCT:

Length:

24VDC

7 lm/Bulb

8 bulbs/2m

3000K/6000K

50m/100m

Cuttable:

IP Rating:

Max Run:

View Angle:

Dimensions:

8Bulbs(2 wire)

IP65

100m 

180º

Ø17mm(Bulb)

***ANOTHER PRISMA LED INNOVATION***

Smooth Glow IP65 Clip LED RGB

Voltage:

Lumens:

LED QTY:

Colour:

Length:

24VDC

7 lm/Bulb

8 bulbs/2m

RGB (Auto)

50m/100m

Cuttable:

IP Rating:

Max Run:

View Angle:

Dimensions:

8Bulbs(2 wire)

IP65

100m 

180º

Ø17mm(Bulb)

***ANOTHER PRISMA LED INNOVATION***

Commercial Application  IP67 Clip LED WW

Voltage:

Wattage:

Lumens:

CCT:

LED Space:

24VDC

3.4W/m

40lm/Module

3000K

250mm

LED QTY:

IP Rating:

Max Run:

View Angle:

Dimensions:

4/m

IP67

40m 

120º

62X23mm

***ANOTHER PRISMA LED INNOVATION***

Commercial Application  IP67 Clip LED RGBW

Voltage:

Wattage:

Lumens:

Colour:

LED Space:

12VDC

2.4W/m(RGB)

1W/m(White)

80lm/m

RGBW(5wire)

250mm

LED QTY:

IP Rating:

Max Run:

View Angle:

Dimensions:

4/m

IP67

40m 

120º

62X23mm

***ANOTHER PRISMA LED INNOVATION***
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PRI-CLIP-65

Various Colour LED IP65 Clip Lights

Voltage:

Wattage:

Max. Run:

Colour:

12VDC

0.4W/m

80m

Blue, Green, 

Pink, Red

Led Space:

IP Rates:

View Angle:

Dimensions:

150mm

IP65

120º

12X10X8mm

***ANOTHER PRISMA LED INNOVATION***



PRISMA LED STATIC COLOUR STRIPS

PRI-240

PRI-450

PRI-660

PRI-ECOLUX

BRILLIANT COST-EFFECTIVE LED STRIP

LED Qty:

Voltage:

Wattage:

Lumens:

CCT:

IP Rating:

80/m SMD2835

12/24VDC

4.8W/m

110lm/W

2K, 3K, 4K, 6K

IP20

CRI:

PCB:

PCB Width:

Cutting Mark:

Certificate:

Ra>90

Tinned White

10mm

4 leds (12V)

8 leds (24V)

UL, CE, RoHS

***ANOTHER PRISMA LED INNOVATION***

COMMERCIAL GRADE LED STRIP

LED Qty:

Voltage:

Wattage:

Lumens:

CCT:

IP Rating:

48/m Osram 3014

12/24VDC

6W/m

400lm/m

3K, 4K, 6K

IP20/IP68

CRI:

PCB:

PCB Width:

Cutting Mark:

Certificate:

Ra>82

Tinned White

10/12.5mm(IP68)

3 leds (12V)

6 leds (24V)

UL, CE, RoHS

***ANOTHER PRISMA LED INNOVATION***

COMMERCIAL GRADE LED STRIP

LED Qty:

Voltage:

Wattage:

Lumens:

CCT:

IP Rating:

90/m Osram 3014

12/24VDC

11W/m

1100lm/m

3K, 4K, 6K

IP20/IP68

CRI:

PCB:

PCB Width:

Cutting Mark:

Certificate:

Ra>82

Tinned White

10/12.5mm(IP68)

3 leds (12V)

6 leds (24V)

UL, CE, RoHS

***ANOTHER PRISMA LED INNOVATION***

COMMERCIAL GRADE LED STRIP

LED Qty:

Voltage:

Wattage:

Lumens:

CCT:

IP Rating:

132/m Osram 3014

12/24VDC

16W/m

1200lm/m

3K, 4K, 6K

IP20/IP68

CRI:

PCB:

PCB Width:

Cutting Mark:

Certificate:

Ra>82

Tinned White

10/12.5mm(IP68)

3 leds (12V)

6 leds (24V)

UL, CE, RoHS

***ANOTHER PRISMA LED INNOVATION***
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PRI-330X

COMMERCIAL GRADE LED STRIP

LED Qty:

Voltage:

Wattage:

Lumens:

CCT:

IP Rating:

120/m SMD2835

12/24VDC

22W/m

18000lm/5m

3K, 6K

IP20

CRI:

PCB:

PCB Width:

Cutting Mark:

Certificate:

Ra>90

3oz Tinned White

10mm

3 leds (12V)

6 leds (24V)

UL, CE, RoHS

***ANOTHER PRISMA LED INNOVATION***



PRISMA LED RGB/RGBW STRIPS

PRI-660-RGB-CREE

PRI-720-RGB

PRI-LO-RGB

PRI-RGBW-90

COMMERCIAL GRADE RGBW LED STRIP

LED Qty:

Voltage:

Wattage:

Lumens:

Colour:

IP Rating:

90/m SMD5050

12/24VDC

22W/m

1050lm/W

RGBW 5 wires

IP20

PCB:

PCB Width:

Length:

Cutting Mark:

Certificate:

Tinned White

12.5mm

5m/10m

3 leds (12V)

6 leds (24V)

UL, CE, RoHS

***ANOTHER PRISMA LED INNOVATION***

SPECIAL UNIFORM IN COLOUR & EVEN LIGHT

LED Qty:

Voltage:

Wattage:

Lumens:

Colour:

66/m RGB CREE

12VDC

22W/m

Max. 2800lm/m

RGB 4 wires

IP Rating:

PCB:

PCB Width:

Cutting Mark:

Certificate:

IP20

Tinned White

12mm

3 leds 

UL, CE, RoHS

***ANOTHER PRISMA LED INNOVATION***

COMMERCIAL GRADE RGB LED STRIP

LED Qty:

Voltage:

Wattage:

Lumens:

Colour:

IP Rating:

72/m SMD5050

12/24VDC

17W/m

350lm/m

RGB 4 wires

IP20/IP68

PCB:

PCB Width:

Cutting Mark:

Certificate:

Tinned White

10/13mm(IP68)

3 leds (12V)

6 leds (24V)

UL, CE, RoHS

***ANOTHER PRISMA LED INNOVATION***

COST EFFECTIVE RGB LED STRIP

LED Qty:

Voltage:

Wattage:

Colour:

IP Rating:

30/5m SMD5050

12VDC

7.2W/m

RGB 4 wires

IP20/IP65

PCB:

PCB Width:

Cutting Mark:

Certificate:

Tinned White

10mm

3 leds

UL, CE, RoHS
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PRI-168-RGB

HIGH OUTPUT RGB LED STRIP

LED Qty:

Voltage:

Wattage:

Lumens:

Colour:

IP Rating:

168/m SMD2835 

12/24VDC

24W/m

920lm/W

RGB 4 wires

IP20

PCB:

PCB Width:

Length:

Cutting Mark:

Certificate:

Tinned White

10mm

5m

3 leds (12V)

6 leds (24V) 

UL, CE, RoHS

***ANOTHER PRISMA LED INNOVATION***



PRISMA LED COLOUR SERIES STRIPS
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PRI-330-G & B

PRI-600

PRI-426-88

PRI-ECOLUX-COLOUR

BRILLIANT COST-EFFECTIVE COLOUR STRIP

LED Qty:

Voltage:

Wattage:

CCT(nm):

IP Rating:

80/m SMD2835

12VDC

4.8W/m

R (625), G (525)

B (470), Y (590)

IP20

CRI:

PCB:

PCB Width:

Cutting Mark:

Certificate:

Ra>90

Tinned White

10mm

4 leds (12V)

UL, CE, RoHS

***ANOTHER PRISMA LED INNOVATION***

HIGH POWER LED COLOUR STRIP

LED Qty:

Voltage:

Wattage:

Lm/SMD:

CCT:

IP Rating:

66/m SMD5630

12/24VDC

22W/m

11lm (B), 33lm (G)

Blue, Green

IP20/IP68

CRI:

PCB:

PCB Width:

Cutting Mark:

Certificate:

Ra>82

Tinned White

10/12.5mm(IP68)

3 leds (12V)

6 leds (24V)

UL, CE, RoHS

***ANOTHER PRISMA LED INNOVATION***

COMMERCIAL GRADE COLOUR LED STRIP

LED Qty:

Voltage:

Wattage:

CCT:

IP Rating:

120/m SMS3014

12/24VDC

12W/m

Red, Green

Blue

IP20/IP68

CRI:

PCB:

PCB Width:

Cutting Mark:

Certificate:

Ra>82

Tinned White

8/10mm(IP68)

3 leds (12V)

6 leds (24V)

UL, CE, RoHS

RAINBOW SERIES LED STRIP

LED Qty:

Voltage:

Wattage:

Lumens:

Colour:

426/5m

12VDC

7.2W/m

Max. 2000lm/5m

Amber, Green

Blue, Hot-Pink

IP Rating:

PCB:

PCB Width:

Cutting Mark:

Certificate:

IP20

Tinned White

8m

3 leds (12V)

UL, CE, RoHS

***ANOTHER PRISMA LED INNOVATION***

LED STRIP LIGHTING FOR MEAT DISPLAY

LED Qty:

Voltage:

Wattage:

Lumens:

Colour:

IP Rating:

120/m SMD2835

12VDC

110W(9.2A)/5m

2600lm

Mixture CW/Red

IP65

View Angle:

PCB:

PCB Width:

Cutting Mark:

Certificate:

120º

Tinned White

12.5mm

3 leds 

UL, CE, RoHS

***ANOTHER PRISMA LED INNOVATION***
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PRISMA FILM & PHOTOGRAPHY STRIPS

PRI-QC-CW/WW-12V

PRI-900-QC2

PRI-660/330-C96

PRI-PEARL

PRI-RUBY

BRILLIANT LED STRIP FOR PRI-ELITE

LED Qty:

Voltage:

Wattage:

Lumens:

CCT:

IP Rating:

1638/m SMD3014

24VDC

26W/m

2750lm/m

3000K, 6000K

IP20

CRI:

PCB:

PCB Width:

Length:

Cutting Mark:

Certificate:

Ra>85

Tinned White

30mm

1m/5m

4.5mm (each line)

UL, CE, RoHS

***ANOTHER PRISMA LED INNOVATION***

BI-COLOUR ADJUSTABLE STRIP FOR PRI-ELITE

LED Qty:

Voltage:

Wattage:

Lumens:

CCT:

IP Rating:

840/m SMD3014

12VDC

300W(25A)/5m

4000lm/m

2700~6000K

IP20

CRI:

PCB:

PCB Width:

Cutting Mark:

Certificate:

Ra>95

Tinned White

25mm

7mm

UL, CE, RoHS

***ANOTHER PRISMA LED INNOVATION***

BI-COLOUR ADJUSTABLE LED STRIP

LED Qty:

Voltage:

Wattage:

Lumens:

CCT:

IP Rating:

180/m SMD3014

12VDC

18W/m

3000lm/5m

2650~5600K

IP20

CRI:

View Angle:

PCB:

PCB Width:

Cutting Mark:

Certificate:

Ra>85

120º

Tinned White

10mm)

33mm

UL, CE, RoHS

***ANOTHER PRISMA LED INNOVATION***

HIGH CRI 96+ STRIP - PRI-660/330-C96

LED Qty:

Voltage:

Wattage:

132/m 3014(660)
66/m 5630 (330）
12/24VDC

16W/m (660)

22W/m (330)

CCT：
IP Rating:

Cutting Mark:

Certificate:

3000K, 6000K

IP20

3 leds (12V)

6 leds (24V)

UL, CE, RoHS

***ANOTHER PRISMA LED INNOVATION***

COMMERCIAL GRADE STRIP FOR PRI-ELITE

LED Qty:

Voltage:

Wattage:

Lumens:

CCT:

IP Rating:

693/m SMD3014

24VDC

25W/m

2500lm/m

4000K, 6000K

IP20

CRI:

PCB:

PCB Width:

Length:

Cutting Mark:

Certificate:

Ra>85

Tinned White

30mm

1m/5m

30mm 

UL, CE, RoHS

***ANOTHER PRISMA LED INNOVATION***
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PRISMA SPECIAL LED STRIPS

PRI-FOB-14W

PRI-BEND

PRI-FCOB-5MM

LED NARROW SIZE COB STRIP

LED Qty:

Voltage:

Wattage:

Lumens:

Colour:

IP Rating:

432/m

12VDC

5W/m

400lm

Cool White

IP20

View Angle:

PCB:

PCB Width:

Cutting Mark:

Certificate:

180º

White

5mm

42mm

UL, CE, RoHS

***ANOTHER PRISMA LED INNOVATION***

LED HIGH POWER COB STRIP

LED Qty:

Voltage:

Wattage:

Lumens

Colour:

View Angle:

480/m 

12/24VDC

14W/m

1420lm/m

CW, WW

180º

IP Rating:

PCB:

PCB Width:

Cutting Mark:

Certificate:

IP20

White

10mm

24.5mm(12V)

49mm (24V)

UL, CE, RoHS

BENDABLE NANO COATING LED STRIP

LED Qty:

Voltage:

Wattage:

Lumens:

Colour:

60/m SMD2835

12VDC

6W/m

1200lm/5m

CW, WW, 

PURPLE

IP Rating:

PCB:

PCB Width:

Cutting Mark:

Certificate:

IP65

Tinned White

8m

3 leds 

UL, CE, RoHS

PRI-300-UV

ULTRAVIOLET LED STRIP

LED Qty:

Voltage:

Wattage:

CCT:

IP Rating:

60/m SMD2835

12VDC

10W/m

400-405NM

IP20

PCB:

PCB Width:

Cutting Mark:

Certificate:

Tinned White

8mm

3 leds (12V)

UL, CE, RoHS

96.22mv of UV BLACK-BODY RADIATION

PRI-150-IC-12V

COLOURFUL PERFORMANCE DIGITAL STRIP

LED Qty:

Pixel:

Voltage:

Wattage:

Colour:

30/m RGB 5050

150/5m

12VDC

12W/m

RGB

IP Rating:

PCB:

PCB Width:

Cutting Mark:

Certificate:

IP66

Tinned White

15mm

3 leds 

UL, CE, RoHS

PERFORMANCED BY PRI-DREAM-CONTROLLER



PRISMA SURFACE MOUNTED LIGHTS
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PRI-KW-3W & 6W

PRI-KW-5W-IP

Ceiling/Cabinet & Recessed/surface Mounted
Voltage:

Wattage:

Lumens:

CCT Kelvin:

Housing:

Fixing:

12/24VDC

3W

250 lm

3000~6000K

Chrome/White

Recessed

Surface 

View Angle:

Dimensions:

Mount Ring:

Cut Out:

120º

Ø80X22(light)

Ø80X19mm

Ø48-55mm

CABINET/COURTESY/MARINE (centre sensor switching)

Voltage:

Wattage:

Lumens:

Colour:

IP Rating:

10-30VDC

3/6W

240 lm (3W)

480 lm (6W)

CW, WW

IP65

Dimensions: Ø69X7mm (3W)

Ø106X7mm (6W)

LED CABINET/WALL BRICK/MARINE LIGHT

Voltage:

Wattage:

Lumens:

Colour:

IP Rating:

10-30VDC

5W

480 lm

CW

IP68

Dimensions: 140X72X12mm

PRI-PUCK-3W-CCT

LED HANDWAVE SENSOR DIM BAR LIGHT

Voltage:

Wattage:

Lumens:

Colour:

12VDC

3W

140 lm/Bar

CW 

Dimming:

View Angle:

Dimensions:

Housing:

8~100%

180º

300X35X6mm

PC+Alloy

PRI-SENS-BAR-3W Sold by single sensor light head BAR or 3 BARS kit 

with joiners & 3M double sided tape for easy install

LED CABINET LIGHT (with Strong Magnetic Holder)

Voltage:

Wattage:

Lumens:

CCT Kelvin:

Fixing:

12VDC

3W

220 lm

4000K

Surface 

Mounted

View Angle:

Dimensions:

120º

Ø82X8mm

85X85X8mm

PRI-KOBY-3W



PRISMA SURFACE MOUNTED LIGHTS
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PRI-BL-21W

LED CEILING SURFACE MOUNTED LIGHT

Voltage:

Wattage:

Lumens:

240VAC

21W

2050lm

Dimensions: Ø240X38mm

1.2m Cable with AU 

Plug.  Indoor use only

PRI-W-SH-R

LED 316SS WALL SURFACE MOUNTED FITTING

Base:

Material:

IP Rating: 

Bulb to fit:

G4

316SS

High Polished

IP65

G4 

Dimension: Ø100X53mm

PRI-W-SH-GR

LED 316SS WALL SURFACE MOUNTED FITTING

Base:

Material:

IP Rating: 

Bulb to fit:

G4

316SS

High Polished

IP65

G4 

Dimension: Ø100X56mm

PRI-WS-Q-S-3W

LED SURFACE MOUNTED / COURTESY LIGHT

Voltage:

Wattage:

Lumens:

Colour

12VDC

3W

100 lm

CW

View Angle:

Dimensions:

30º

740X40X22mm

PRI-W-Q-1W

LED SURFACE MOUNTED / COURTESY LIGHT

Voltage:

Wattage:

Lumens:

Colour:

12VDC

1W

55 lm 

CW

View Angle:

Dimensions:

30º

Ø33X22mm



PRISMA SURFACE MOUNTED LIGHTS
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PRI-CL-CF-MINI

LED SURFACE MOUNTED / COURTESY LIGHT

Voltage:

Wattage:

Lumens 

Colour:

12VDC

2W

120lm

CW

View Angle:

Dimensions:

60º

Ø18X50 (Light) 

60mm (Arm)
10X30 (Base）

PRI-HW-WALL-4.5W

LED SURFACE MOUNTED / WALL LIGHT

Voltage:

Wattage:

Lumens:

Housing: 

18-30VDC

4.5W

300lm

Chrome Nickel

Dimension: Ø80X58 (Light)

Ø100X40(Base)

150mm(Max. H) 

PRI-CL-BL-SW

LED SURFACE MOUNTED / COURTESY LIGHT

Voltage:

Wattage:

Lumens:

Colour:

12VDC

2W

130lm

CW

View Angle:

Dimensions:

60º

Ø18X50 (Light) 

Ø38X20 (Base)

225mm (Arm)

PRI-KE-MR11

LED 316SS SURFACE MOUNTED LIGHT FITTING 

Base:

Material:

IP Rating: 

Bulb to fit:

MR11

316SS

High Polished

IP56

MR11

Dimension: Ø44.5X72 (Short)

Ø44.5X76.2(Long)

Two size of light heads for different size of bulbs)

PRI-OD-1W

LED SURFACE MOUNTED / COURTESY LIGHT

Voltage:

Wattage:

Current:

3VDC

1W

350mA

(Constant 

Current)

View Angle:

Dimensions:

Fixing:

40º

Ø48X18mm

Surface Mounted



PRISMA SURFACE MOUNTED LIGHTS
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PRI-SU-MO-3W

PRI-SU-RGB-2/3W

LED SURFACE MOUNTED MODULE

Voltage:

Power:

Lumen: 

LED Type:

IP Rating:

12VDC

3W

180lm

3

IP65

View angle:

Colour:

Dimension:

120º

CW

Ø45X24mm

LED SURFACE MOUNTED RGB MODULE

Voltage:

 

Power:

IP Rating:

12VDC (2W)

24VDC (3W)

2W/3W

IP65

View angle:

Colour:

Dimension:

120º

RGB

Ø42X21mm

PRI-SU-RGB-M-

2W/3.5W

LED SURFACE MOUNTED RGB MODULE

Voltage:

Power:

Lumen: 

LED Qty:

IP Rating:

Colour:

24VDC

2W/3.5W

50/90lm

6/12

IP65

RGB

View angle:

Dimension:

120º

Ø42X17.5 (2W)

Ø75X21 (3.5W)

PRI-SUR-1

PRI-SUR-2

LED SURFACE MOUNTED LIGHT FITTING

Base:

Material:

Bulb to fit:

G4

Brushed Satin 

Finished

G4 Side Pin

Dimension: Ø74X20mm

LED SURFACE MOUNTED LIGHT FITTING

Base:

Material:

Bulb to fit:

G4

Brushed Satin 

Finished

G4 Side Pin

Diameter:

 

Height:

Ø58mm (Face)

Ø82mm (Base)

20mm



PRISMA LED TUBE LIGHTS
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PRI-PRO-120

PRI-CL-18W

PRI-AL-TUBE

LED T8 TUBE LIGHT

Voltage:

Wattage:

Lumens:

Colour:

240VAC

18W

1800 lm

CW

View Angle:

IP Rating:

Dimensions:

120º

IP65

Ø26X1200mm

LED DIMMABLE COMMERCIAL BAR /TUBE LIGHT 

Voltage:

Wattage:

Lumens:

Colour:

CRI:

Dimmable:

240VAC

120W

12000 lm

CW

>80

Yes

LED QTY:

Capacity use:
IP Rating:

View Angle:

Dimensions:

576 (Osram)

1.5W@150mA

30mA/chip(20%)
IP54

120º

1115X125X50

***ANOTHER PRISMA LED INNOVATION***

LED TUBE / BAR LIGHT WITH DRIVER

Voltage:

Wattage:

Lumens:

View angle

29.6VDC

12/18/24W

140/210/250lm
120º

Dimensions: 600X28X190

900X28X190

1200X28X190

PRI-Q-TUB-24V

LED RGB T5 TUBE LIGHT

Voltage:

Wattage:

Lumens:

Colour:

24VDC

4.9W

200 lm

RGB

LED QTY:

View Angle:

Dimensions:

Housing:

24

120º

Ø16X500mm

Alloy

PRI-MAXBAR-40W

HIGH POWER T8 TUBE REPLACEMENT BAR
Voltage:

Wattage:

Lumens:

LED QTY:

CCT Kelvin:

View:

12VDC

40W

5700 lm

316smd/1.2m

6000K

120º

Connector:

Board:

Cutting:

Dimensions:

ID 2.5 DC Plug

Alloy+Solid PCB

8 leds/31mm

1200X25mm

***ANOTHER PRISMA LED INNOVATION***



PRISMA LED WALL LIGHTS

PRI-LU-GL

LED WALL / COURTESY LIGHT

Voltage:

Wattage: 

Colour:

Body:

12VDC

1W

Blue

Acrylic+Alloy

View Angle: 

Dimensions:

Cut Out:

360º

Ø60X17(Head)

H: 50mm

Ø48mm

PRI-LU-GL-SQ-WW

LED WALL / COURTESY LIGHT

Voltage:

Wattage:

Colour:

Body:

12VDC

1W

WW

Acrylic+Alloy

View Angle:

Dimensions:

Cut Out:

50º

56X56X17mm

H: 50mm

Ø48mm

PRI-LU-RO

LED WALL / COURTESY LIGHT

Voltage:

Wattage: 

Colour:

Body:

12VDC

1W

CW

Alloy

View Angle:

Dimensions:

Cut Out:

50º

Ø55X17(Head)

H: 50mm

Ø48mm

PRI-LU-SQ

LED WALL / COURTESY LIGHT

Voltage:

Wattage: 

Colour:

Body:

12VDC

1W

CW 

Alloy

View Angle: 

Dimensions:

Cut Out:

50º

55X55X17mm

H: 50mm

Ø48mm

PRI-FO-GL

LED WALL / COURTESY / CABINET LIGHT

Voltage:

Wattage:

Lumens:

Colour:

10-30VDC

1.3W

80lm (CW)

CW,WW

Blue, Red

View Angle:

Dimensions:

Cut Out:

120º

Ø80X24mm

Ø58mm
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PRISMA LED WALL LIGHTS

PRI-LU-X

LED SMART FEATURE WALL LIGHT

Voltage:

Wattage:

Colour:

Housing:

240VAC

3X1W

WW

Acrylic

Alloy

Dimensions: 260X110X37mm

PRI-LU-RX

LED SMART FEATURE WALL LIGHT

Voltage:

Wattage:

Colour:

Housing:

240VAC

3X1W

WW/RGB

Acrylic

Alloy

Dimensions:

Base:

Ø50X230(Head)

70X110X104mm

PRI-LU-WAVE

LED SMART FEATURE WALL LIGHT

Voltage:

Wattage:

Colour:

Housing:

240VAC

3X1W

RGB

Alloy

Dimensions: 280X70X38mm

PRI-STREAM

PRI-SPIRAL

LED WALL LIGHT FITTING WITH TRANSFORMER

Base:

Voltage:

Material: 

Bulb to fit:

MR16

240VAC

6063 Alloy

MR16

Dimension: 120X205X110mm
Come with 

240V 

Transformer.  

LED SMART FEATURE WALL LIGHT

Voltage:

Wattage:

Colour:

LED Qty:

Housing:

240VAC

4.2W

CW

2

Alloy

Dimensions: 195X135X85mm
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PRISMA LED WALL LIGHTS

PRI-CORTE-1.5W

LED WALL / COURTESY LIGHT (10-30VDC/240VAC)

Voltage:

Wattage:

Lumens:

Fixing:

10~30VDC

240VAC

1.5W

90 lm

Recessed

CCT Kelvin:

View Angle:

Dimensions:

Cut Out:

6000K/4000K

90º

70X70X17mm

60X60mm

PRI-BOX-3W

LED WALL / COURTESY LIGHT (Multi Voltage)

Voltage:

Wattage:

Lumens:

Colour:

10-30VDC

3W

220 lm

CW, WW

View Angle:

Dimensions:

Cut Out:

60º

53X53X43mm

44X32mm

PRI-W-R2

PRI-W-S2

PRI-W-R1

LED WALL / COURTESY LIGHT

Voltage:

Wattage: 

Colour:

Body:

12VDC

0.6W

CW 

Acrylic+Alloy

LED Qty:

Lumens: 

Dimensions:

Cut Out:

8

40lm

115X31mm

58X19mm

LED WALL / COURTESY LIGHT

Voltage:

Wattage: 

Colour:

Body:

12VDC

0.6W

CW 

Acrylic+Alloy

LED Qty:

Lumens: 

Dimensions:

Cut Out:

8

40lm

115X31mm

58X19mm

LED WALL / COURTESY LIGHT

Voltage:

Wattage: 

Colour:

Body:

12VDC

0.3W

CW

Acrylic+Alloy

LED Qty:

Lumens: 

Dimensions:

Cut Out:

4

20lm

Ø75X31mm

58X19mm
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PRISMA LED WALL LIGHTS

PRI-WALL-SW

PRI-STAR-R/S

LED  WALL (Recessed/Surface Mounted) LIGHT

Voltage:

Wattage: 

Colour:

Body:

LED Qty:

240VAC

3W

Blue, Red

WW, Purple

Alloy

3

Dimensions:

Cut Out:

Ø88X78mm(S)

Ø88X40mm(R)

Ø35mm

PRI-GL-4R

PRI-GL-RD

LED WALL LIGHT FITTING

Base:

Material:

 

Bulb to fit:

MR16

Glass Lens

Satin Chrome

MR11/MR16

G4 Back Pin

Dimension:

Cut Out:

Ø85X70mm 

65X65mm

PRI-GL-SQ

LED WALL LIGHT FITTING

Base:

Material:

 

Bulb to fit:

MR16

Glass Lens

Satin Chrome

MR11/MR16

G4 Back Pin

Dimension:

Cut Out:

75X75X73mm 

65X65mm

LED WALL LIGHT FITTING

Base:

Material:

 

Bulb to fit:

MR16

Glass Lens

Satin Chrome

MR11

G4 Back Pin

Dimension:

Cut Out:

95X95X45mm 

85X59mm

LED WALL LIGHT FITTING WITH SWITCH

Base:

Material:

 

Bulb to fit:

G4

Glass Lens

Satin Chrome

G4 Side Pin

Dimension:

Cut Out:

120X75X20mm 

82X58mm
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PRISMA LED WALL LIGHTS

PRI-NE-002

PRI-AW-NE-SQ

LED WALL / COURTESY LIGHT

Voltage:

Wattage:

Lumens:

Colour:

240VAC

2W

80 lm

Soft white

LED Qty:

 

Dimensions:

Cut Out:

12XCW

6XWW

210X210X61mm

200X170mm

LED WALL / CEILING PANEL LIGHT

Voltage:

Wattage: 

Lumen:

Colour:

12VDC

9W

480 lm

CW, WW

View Angle: 

Dimensions:

Cut Out:

120º

180X180X13 

160X160mm

PRI-200-SQ

LED WALL / COURTESY LIGHT

Voltage:

Wattage:

Face:

Body:

LED Qty:

12VDC

1.2W

304SS+Glass

Alloy

12

Cable:

Dimensions:

Cut Out:

22AWGX2C

135X75X50mm

122X54mm

LED WALL / COURTESY LIGHT

Voltage:

Wattage:

Face:

Body

12VDC

1W

304SS+Glass

Alloy

Cable:

LED Qty

Dimensions:

Cut Out:

22AWGX2C

6

75X75X50mm

54X54mm

PRI-AW-NE-RE/REX

LED MARBLE EFFECT PANEL LIGHT

Voltage:

Wattage:

 

View Angle:

12VDC 

5W, 7.5W

10W, 15W

180º

Colour:

Dimensions:

CW, WW, RGB

200X200X13

300X300X13 

300X600X13

PRI-OYSTER
***ANOTHER PRISMA LED INNOVATION***



PRISMA LED IP65 WALL LIGHT FITTINGS

PRI-MAXUS
***ANOTHER PRISMA LED INNOVATION***

PRI-W-SH-R

LED 316 SS IP65 WALL LIGHT FITTING

Base:

Material:

IP Rating: 

Bulb to fit:

G4

316SS

High Polished

IP65

G4 

Dimension: Ø100X53mm

PRI-W-SH-GR

LED 316 SS IP65 WALL LIGHT FITTING

Base:

Material:

IP Rating: 

Bulb to fit:

G4

316SS

High Polished

IP65

G4 

Dimension: Ø100X56mm

PRI-KE-GU10-XL-SS

LED 316 SS IP65 WALL LIGHT FITTING

Base:

Material:

IP Rating 

Bulb to fit:

GU10

316SS

High Polished

IP65

2XGU10

Dimension:

Base:

Ø60X235mm

Ø75X20mm

PRI-CET-SENS-36

LED OUTDOOR WALLSENSOR LIGHT

Voltage:

Wattage:

IP Rating:

Lumens:

View angle:

Housing:

Time Set:

240VAC

36W

IP65

3100lm

240º

Alloy Casting

10sec.~10min.

Detect dis.:

Dimension:

2-18m

Ø80X125(Head)

180X110X65 base

80X57X70 Sensor
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LED IP68 WALL/DECK/INGROUND LIGHT FITTING

Base:

Material:

 

Bulb to fit:

IP Rating:

Cut out SS :

MR16

316 SS (Face)

High polished

MR16/MR11

IP68

Ø54mm

Dimension:

Bucket:

Ø110X85mm

Ø74X88mm



PRISMA LED WALL LIGHTS

PRI-MIRR-6W/12W

LED WALL / MIRROR LIGHT

Voltage:

Wattage:

Lumens:

Housing:

240VAC

6W/12W

450lm (6W)

800lm (12W)

High Chrome

Dimensions: 300X110 (6W)

600X110 (12W)

PRI-KE-MR11

PRI-WALL-SS

LED 316SS WALL LIGHT FITTING WITH SWITCH

Base:

Material:

IP Rating: 

Bulb to fit:

MR11

316SS

High Polished

IP56

MR11

Dimension: Ø44.5X72 (Short)

Ø44.5X76.2(Long)

LED WALL LIGHT FITTING

Base:

Material:

 

Bulb to fit:

Diffuser:

MR16

316SS

High Polished

MR11/MR16

Honey Comb

Dimension:

Height:

Ø55X105 (Head)

120~150mm

Two size of light heads for different size of bulbs)

PRI-KE-MR16-SS2

LED 316 SS IP65 WALL LIGHT FITTING

Base:

Material:

IP Rating: 

Bulb to fit:

MR16

316SS

High Polished

IP65

2XMR16

Dimension: Ø65X148mm

PRI-HW-WALL-4.5W

LED WALL / SURFACE MOUNTED LIGHT

Voltage:

Wattage:

Lumens:

Housing: 

18-30VDC

4.5W

300lm

Chrome Nickel

Dimension: Ø80X58 (Light)

Ø100X40(Base)

150mm(Max. H) 
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